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Автоматические выключатели 
 E3H 800, E3H 1000, E3H1250, E3H 

1600, E3H 2000, E3H 2500, E3H 3200

Технические характеристики

По вопросам продаж и поддержки обращайтесь:
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Рязань (4912)46-61-64 

Самара (846)206-03-16 

Санкт-Петербург (812)309-46-40 
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Тамбов (4752)50-40-97 
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Белгород (4722)40-23-64 

Благовещенск (4162)22-76-07 

Брянск (4832)59-03-52 

Владивосток (423)249-28-31 

Владикавказ (8672)28-90-48 

Владимир (4922)49-43-18 

Волгоград (844)278-03-48 

Вологда (8172)26-41-59 

Воронеж (473)204-51-73 

Екатеринбург (343)384-55-89 

Россия +7(495)268-04-70  

Магнитогорск (3519)55-03-13 

Москва (495)268-04-70 

Мурманск (8152)59-64-93 

Набережные Челны (8552)20-53-41 

Нижний Новгород (831)429-08-12 

Новокузнецк (3843)20-46-81 

Ноябрьск (3496)41-32-12 

Новосибирск (383)227-86-73 

Омск (3812)21-46-40 

Орел (4862)44-53-42 

Оренбург (3532)37-68-04 

Пенза (8412)22-31-16 

Петрозаводск (8142)55-98-37 

Псков (8112)59-10-37 

Пермь (342)205-81-47 

Беларусь +375-257-127-884

Иваново (4932)77-34-06 

Ижевск (3412)26-03-58 

Иркутск (395)279-98-46 

Казань (843)206-01-48 

Калининград (4012)72-03-81 

Калуга (4842)92-23-67 

Кемерово (3842)65-04-62 

Киров (8332)68-02-04 

Коломна (4966)23-41-49 

Кострома (4942)77-07-48 

Краснодар (861)203-40-90 

Красноярск (391)204-63-61 

Курск (4712)77-13-04 

Курган (3522)50-90-47 

Липецк (4742)52-20-81 

Казахстан +7(727)345-47-04 Киргизия +996(312)96-26-47  Узбекистан +998(71)205-18-59 
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PRODUCT-DETAILS

E3H800PR121/P-LIIn=800A4pFHR
E3H 800 PR121/P-LI In=800A 4p F HR

Extended Product Type E3H800PR121/P-LIIn=800A4pFHR

Product ID 1SDA056344R1

EAN 8015644576844

Catalog Description E3H 800 PR121/P-LI In=800A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R800 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576844EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576844Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR121/P-LSIIn=800A4pFHR
E3H 800 PR121/P-LSI In=800A 4p F HR

Extended Product Type E3H800PR121/P-LSIIn=800A4pFHR

Product ID 1SDA056345R1

EAN 8015644576851

Catalog Description E3H 800 PR121/P-LSI In=800A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R800 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576851EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576851Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LSIGIn=800A4pFHR
E3H 800 PR122/P-LSIG In=800A 4p F HR

Extended Product Type E3H800PR122/P-LSIGIn=800A4pFHR

Product ID 1SDA056349R1

EAN 8015644576899

Catalog Description E3H 800 PR122/P-LSIG In=800A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R800 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576899EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576899Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LIIn=800A4pFHR
E3H 800 PR122/P-LI In=800A 4p F HR

Extended Product Type E3H800PR122/P-LIIn=800A4pFHR

Product ID 1SDA056347R1

EAN 8015644576875

Catalog Description E3H 800 PR122/P-LI In=800A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R800 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576875EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576875Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LSIIn=800A3pFHR
E3H 800 PR122/P-LSI In=800A 3p F HR

Extended Product Type E3H800PR122/P-LSIIn=800A3pFHR
Product ID 1SDA056340R1
EAN 8015644576806
Catalog Description E3H 800 PR122/P-LSI In=800A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R800 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576806EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576806Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
22 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LSIGIn=800A3pFHR
E3H 800 PR122/P-LSIG In=800A 3p F HR

Extended Product Type E3H800PR122/P-LSIGIn=800A3pFHR
Product ID 1SDA056341R1
EAN 8015644576813
Catalog Description E3H 800 PR122/P-LSIG In=800A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R800 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576813EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576813Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
22 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LSIIn=800A4pFHR
E3H 800 PR122/P-LSI In=800A 4p F HR

Extended Product Type E3H800PR122/P-LSIIn=800A4pFHR

Product ID 1SDA056348R1

EAN 8015644576882

Catalog Description E3H 800 PR122/P-LSI In=800A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R800 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576882EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576882Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR121/P-LIIn=800A3pFHR
E3H 800 PR121/P-LI In=800A 3p F HR

Extended Product Type E3H800PR121/P-LIIn=800A3pFHR

Product ID 1SDA056336R1

EAN 8015644576769

Catalog Description E3H 800 PR121/P-LI In=800A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R800 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576769EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576769Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR121/P-LSIGIn=800A3pFHR
E3H 800 PR121/P-LSIG In=800A 3p F HR

Extended Product Type E3H800PR121/P-LSIGIn=800A3pFHR
Product ID 1SDA056338R1
EAN 8015644576783
Catalog Description E3H 800 PR121/P-LSIG In=800A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R800 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



PRODUCT-DETAILS

E3H800PR121/P-LSIIn=800A3pFHR
E3H 800 PR121/P-LSI In=800A 3p F HR

Extended Product Type E3H800PR121/P-LSIIn=800A3pFHR

Product ID 1SDA056337R1

EAN 8015644576776

Catalog Description E3H 800 PR121/P-LSI In=800A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R800 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576776EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576776Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LIIn=800A3pFHR
E3H 800 PR122/P-LI In=800A 3p F HR

Extended Product Type E3H800PR122/P-LIIn=800A3pFHR

Product ID 1SDA056339R1

EAN 8015644576790

Catalog Description E3H 800 PR122/P-LI In=800A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R800 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576790EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576790Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR123/P-LSIGIn=800A4pFHR
E3H 800 PR123/P-LSIG In=800A 4p F HR

Extended Product Type E3H800PR123/P-LSIGIn=800A4pFHR

Product ID 1SDA056351R1

EAN 8015644576912

Catalog Description E3H 800 PR123/P-LSIG In=800A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R800 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576912EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576912Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LSIIn=800A3pWMP
E3H 800 PR122/P-LSI In=800A 3p W MP

Extended Product Type E3H800PR122/P-LSIIn=800A3pWMP
Product ID 1SDA056356R1
EAN 8015644576967
Catalog Description E3H 800 PR122/P-LSI In=800A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576967EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576967Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
36 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR121/P-LIIn=800A3pWMP
E3H 800 PR121/P-LI In=800A 3p W MP

Extended Product Type E3H800PR121/P-LIIn=800A3pWMP
Product ID 1SDA056352R1
EAN 8015644576929
Catalog Description E3H 800 PR121/P-LI In=800A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576929EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576929Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
36 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LSIGIn=800A3pWMP
E3H 800 PR122/P-LSIG In=800A 3p W MP

Extended Product Type E3H800PR122/P-LSIGIn=800A3pWMP
Product ID 1SDA056357R1
EAN 8015644576974
Catalog Description E3H 800 PR122/P-LSIG In=800A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576974EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576974Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
36 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR123/P-LSIGIn=800A3pWMP
E3H 800 PR123/P-LSIG In=800A 3p W MP

Extended Product Type E3H800PR123/P-LSIGIn=800A3pWMP
Product ID 1SDA056359R1
EAN 8015644576998
Catalog Description E3H 800 PR123/P-LSIG In=800A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576998EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576998Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
36 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR121/P-LSIIn=800A3pWMP
E3H 800 PR121/P-LSI In=800A 3p W MP

Extended Product Type E3H800PR121/P-LSIIn=800A3pWMP
Product ID 1SDA056353R1
EAN 8015644576936
Catalog Description E3H 800 PR121/P-LSI In=800A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576936EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576936Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
36 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LIIn=800A3pWMP
E3H 800 PR122/P-LI In=800A 3p W MP

Extended Product Type E3H800PR122/P-LIIn=800A3pWMP
Product ID 1SDA056355R1
EAN 8015644576950
Catalog Description E3H 800 PR122/P-LI In=800A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576950EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576950Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
36 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LSIIn=800A4pWMP
E3H 800 PR122/P-LSI In=800A 4p W MP

Extended Product Type E3H800PR122/P-LSIIn=800A4pWMP

Product ID 1SDA056364R1

EAN 8015644577049

Catalog Description E3H 800 PR122/P-LSI In=800A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R800 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577049EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577049Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

36 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LSIGIn=800A4pWMP
E3H 800 PR122/P-LSIG In=800A 4p W MP

Extended Product Type E3H800PR122/P-LSIGIn=800A4pWMP

Product ID 1SDA056365R1

EAN 8015644577056

Catalog Description E3H 800 PR122/P-LSIG In=800A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSIG R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577056EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577056Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

36 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR121/P-LIIn=800A4pWMP
E3H 800 PR121/P-LI In=800A 4p W MP

Extended Product Type E3H800PR121/P-LIIn=800A4pWMP
Product ID 1SDA056360R1
EAN 8015644577001
Catalog Description E3H 800 PR121/P-LI In=800A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577001EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577001Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
36 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR121/P-LSIIn=800A4pWMP
E3H 800 PR121/P-LSI In=800A 4p W MP

Extended Product Type E3H800PR121/P-LSIIn=800A4pWMP

Product ID 1SDA056361R1

EAN 8015644577018

Catalog Description E3H 800 PR121/P-LSI In=800A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R800 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577018EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577018Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

36 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR122/P-LIIn=800A4pWMP
E3H 800 PR122/P-LI In=800A 4p W MP

Extended Product Type E3H800PR122/P-LIIn=800A4pWMP

Product ID 1SDA056363R1

EAN 8015644577032

Catalog Description E3H 800 PR122/P-LI In=800A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R800 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577032EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577032Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

36 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR123/P-LSIGIn=800A4pWMP
E3H 800 PR123/P-LSIG In=800A 4p W MP

Extended Product Type E3H800PR123/P-LSIGIn=800A4pWMP

Product ID 1SDA056367R1

EAN 8015644577070

Catalog Description E3H 800 PR123/P-LSIG In=800A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R800 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577070EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577070Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

36 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR121/P-LSIGIn=800A4pWMP
E3H 800 PR121/P-LSIG In=800A 4p W MP

Extended Product Type E3H800PR121/P-LSIGIn=800A4pWMP

Product ID 1SDA056362R1

EAN 8015644577025

Catalog Description E3H 800 PR121/P-LSIG In=800A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 800A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSIG R800 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577025EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577025Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

36 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H800PR123/P-LSIGIn=800A3pFHR
E3H 800 PR123/P-LSIG In=800A 3p F HR

Extended Product Type E3H800PR123/P-LSIGIn=800A3pFHR

Product ID 1SDA056343R1

EAN 8015644576837

Catalog Description E3H 800 PR123/P-LSIG In=800A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 800A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R800 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576837EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576837Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

22 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

800 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

800 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

800 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LSIGIn=1000A4pWMP
E3H 1000 PR121/P-LSIG In=1000A 4p W MP

Extended Product Type E3H1000PR121/P-LSIGIn=1000A4pWMP
Product ID 1SDA059356R1
EAN 8015644617172
Catalog Description E3H 1000 PR121/P-LSIG In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A FOUR-POLE
OVERCURRENT RELEASE PR121/P-LSIG R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617172EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LSIIn=1000A4pWMP
E3H 1000 PR121/P-LSI In=1000A 4p W MP

Extended Product Type E3H1000PR121/P-LSIIn=1000A4pWMP

Product ID 1SDA059352R1

EAN 8015644617134

Catalog Description E3H 1000 PR121/P-LSI In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617134EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR123/P-LSIGIn=1000A4pWMP
E3H 1000 PR123/P-LSIG In=1000A 4p W MP

Extended Product Type E3H1000PR123/P-LSIGIn=1000A4pWMP

Product ID 1SDA059380R1

EAN 8015644617417

Catalog Description E3H 1000 PR123/P-LSIG In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617417EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LIIn=1000A4pWMP
E3H 1000 PR122/P-LI In=1000A 4p W MP

Extended Product Type E3H1000PR122/P-LIIn=1000A4pWMP
Product ID 1SDA059360R1
EAN 8015644617219
Catalog Description E3H 1000 PR122/P-LI In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617219EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LSIGIn=1000A3pFHR
E3H 1000 PR122/P-LSIG In=1000A 3p F HR

Extended Product Type E3H1000PR122/P-LSIGIn=1000A3pFHR
Product ID 1SDA059365R1
EAN 8015644617264
Catalog Description E3H 1000 PR122/P-LSIG In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617264EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LSIGIn=1000A3pWMP
E3H 1000 PR122/P-LSIG In=1000A 3p W MP

Extended Product Type E3H1000PR122/P-LSIGIn=1000A3pWMP

Product ID 1SDA059366R1

EAN 8015644617271

Catalog Description E3H 1000 PR122/P-LSIG In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617271EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LIIn=1000A3pWMP
E3H 1000 PR121/P-LI In=1000A 3p W MP

Extended Product Type E3H1000PR121/P-LIIn=1000A3pWMP

Product ID 1SDA059346R1

EAN 8015644617073

Catalog Description E3H 1000 PR121/P-LI In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617073EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LSIIn=1000A3pFHR
E3H 1000 PR121/P-LSI In=1000A 3p F HR

Extended Product Type E3H1000PR121/P-LSIIn=1000A3pFHR
Product ID 1SDA059349R1
EAN 8015644617103
Catalog Description E3H 1000 PR121/P-LSI In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617103EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LIIn=1000A3pFHR
E3H 1000 PR121/P-LI In=1000A 3p F HR

Extended Product Type E3H1000PR121/P-LIIn=1000A3pFHR

Product ID 1SDA059345R1

EAN 8015644617066

Catalog Description E3H 1000 PR121/P-LI In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617066EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LIIn=1000A4pFHR
E3H 1000 PR121/P-LI In=1000A 4p F HR

Extended Product Type E3H1000PR121/P-LIIn=1000A4pFHR
Product ID 1SDA059347R1
EAN 8015644617080
Catalog Description E3H 1000 PR121/P-LI In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A FOUR-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1000 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617080EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LIIn=1000A4pWMP
E3H 1000 PR121/P-LI In=1000A 4p W MP

Extended Product Type E3H1000PR121/P-LIIn=1000A4pWMP

Product ID 1SDA059348R1

EAN 8015644617097

Catalog Description E3H 1000 PR121/P-LI In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617097EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR123/P-LSIGIn=1000A3pWMP
E3H 1000 PR123/P-LSIG In=1000A 3p W MP

Extended Product Type E3H1000PR123/P-LSIGIn=1000A3pWMP

Product ID 1SDA059378R1

EAN 8015644617394

Catalog Description E3H 1000 PR123/P-LSIG In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617394EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR123/P-LSIGIn=1000A3pFHR
E3H 1000 PR123/P-LSIG In=1000A 3p F HR

Extended Product Type E3H1000PR123/P-LSIGIn=1000A3pFHR

Product ID 1SDA059377R1

EAN 8015644617387

Catalog Description E3H 1000 PR123/P-LSIG In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617387EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR123/P-LSIGIn=1000A4pFHR
E3H 1000 PR123/P-LSIG In=1000A 4p F HR

Extended Product Type E3H1000PR123/P-LSIGIn=1000A4pFHR

Product ID 1SDA059379R1

EAN 8015644617400

Catalog Description E3H 1000 PR123/P-LSIG In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617400EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LSIGIn=1000A4pWMP
E3H 1000 PR122/P-LSIG In=1000A 4p W MP

Extended Product Type E3H1000PR122/P-LSIGIn=1000A4pWMP

Product ID 1SDA059368R1

EAN 8015644617295

Catalog Description E3H 1000 PR122/P-LSIG In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617295EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LSIIn=1000A3pWMP
E3H 1000 PR122/P-LSI In=1000A 3p W MP

Extended Product Type E3H1000PR122/P-LSIIn=1000A3pWMP
Product ID 1SDA059362R1
EAN 8015644617233
Catalog Description E3H 1000 PR122/P-LSI In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617233EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LSIGIn=1000A4pFHR
E3H 1000 PR122/P-LSIG In=1000A 4p F HR

Extended Product Type E3H1000PR122/P-LSIGIn=1000A4pFHR

Product ID 1SDA059367R1

EAN 8015644617288

Catalog Description E3H 1000 PR122/P-LSIG In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617288EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LSIIn=1000A4pFHR
E3H 1000 PR122/P-LSI In=1000A 4p F HR

Extended Product Type E3H1000PR122/P-LSIIn=1000A4pFHR

Product ID 1SDA059363R1

EAN 8015644617240

Catalog Description E3H 1000 PR122/P-LSI In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617240EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LSIIn=1000A4pWMP
E3H 1000 PR122/P-LSI In=1000A 4p W MP

Extended Product Type E3H1000PR122/P-LSIIn=1000A4pWMP

Product ID 1SDA059364R1

EAN 8015644617257

Catalog Description E3H 1000 PR122/P-LSI In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617257EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LIIn=1250A3pWMP
E3H 1250 PR121/P-LI In=1250A 3p W MP

Extended Product Type E3H1250PR121/P-LIIn=1250A3pWMP

Product ID 1SDA056384R1

EAN 8015644577247

Catalog Description E3H 1250 PR121/P-LI In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577247EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577247Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LIIn=1250A3pFHR
E3H 1250 PR121/P-LI In=1250A 3p F HR

Extended Product Type E3H1250PR121/P-LIIn=1250A3pFHR

Product ID 1SDA056368R1

EAN 8015644577087

Catalog Description E3H 1250 PR121/P-LI In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577087EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577087Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LSIIn=1250A3pFHR
E3H 1250 PR121/P-LSI In=1250A 3p F HR

Extended Product Type E3H1250PR121/P-LSIIn=1250A3pFHR
Product ID 1SDA056369R1
EAN 8015644577094
Catalog Description E3H 1250 PR121/P-LSI In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1250 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577094EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644577094Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
60 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LIIn=1250A4pWMP
E3H 1250 PR122/P-LI In=1250A 4p W MP

Extended Product Type E3H1250PR122/P-LIIn=1250A4pWMP

Product ID 1SDA056395R1

EAN 8015644577353

Catalog Description E3H 1250 PR122/P-LI In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577353EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577353Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR123/P-LSIGIn=1250A3pWMP
E3H 1250 PR123/P-LSIG In=1250A 3p W MP

Extended Product Type E3H1250PR123/P-LSIGIn=1250A3pWMP

Product ID 1SDA056391R1

EAN 8015644577315

Catalog Description E3H 1250 PR123/P-LSIG In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577315EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577315Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LIIn=1250A4pWMP
E3H 1250 PR121/P-LI In=1250A 4p W MP

Extended Product Type E3H1250PR121/P-LIIn=1250A4pWMP
Product ID 1SDA056392R1
EAN 8015644577322
Catalog Description E3H 1250 PR121/P-LI In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577322EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577322Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LSIIn=1250A4pWMP
E3H 1250 PR122/P-LSI In=1250A 4p W MP

Extended Product Type E3H1250PR122/P-LSIIn=1250A4pWMP

Product ID 1SDA056396R1

EAN 8015644577360

Catalog Description E3H 1250 PR122/P-LSI In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577360EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577360Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LSIIn=1250A4pWMP
E3H 1250 PR121/P-LSI In=1250A 4p W MP

Extended Product Type E3H1250PR121/P-LSIIn=1250A4pWMP

Product ID 1SDA056393R1

EAN 8015644577339

Catalog Description E3H 1250 PR121/P-LSI In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577339EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577339Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR123/P-LSIGIn=1250A4pWMP
E3H 1250 PR123/P-LSIG In=1250A 4p W MP

Extended Product Type E3H1250PR123/P-LSIGIn=1250A4pWMP

Product ID 1SDA056399R1

EAN 8015644577391

Catalog Description E3H 1250 PR123/P-LSIG In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577391EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577391Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LSIGIn=1250A4pWMP
E3H 1250 PR122/P-LSIG In=1250A 4p W MP

Extended Product Type E3H1250PR122/P-LSIGIn=1250A4pWMP
Product ID 1SDA056397R1
EAN 8015644577377
Catalog Description E3H 1250 PR122/P-LSIG In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A FOUR-POLE
OVERCURRENT RELEASE PR122/P-LSIG R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577377EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577377Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LSIGIn=1250A4pWMP
E3H 1250 PR121/P-LSIG In=1250A 4p W MP

Extended Product Type E3H1250PR121/P-LSIGIn=1250A4pWMP
Product ID 1SDA056394R1
EAN 8015644577346
Catalog Description E3H 1250 PR121/P-LSIG In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A FOUR-POLE
OVERCURRENT RELEASE PR121/P-LSIG R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577346EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577346Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LSIIn=1250A4pFHR
E3H 1250 PR121/P-LSI In=1250A 4p F HR

Extended Product Type E3H1250PR121/P-LSIIn=1250A4pFHR

Product ID 1SDA056377R1

EAN 8015644577179

Catalog Description E3H 1250 PR121/P-LSI In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577179EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577179Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LSIGIn=1250A3pFHR
E3H 1250 PR121/P-LSIG In=1250A 3p F HR

Extended Product Type E3H1250PR121/P-LSIGIn=1250A3pFHR

Product ID 1SDA056370R1

EAN 8015644577100

Catalog Description E3H 1250 PR121/P-LSIG In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577100EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577100Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LIIn=1250A3pFHR
E3H 1250 PR122/P-LI In=1250A 3p F HR

Extended Product Type E3H1250PR122/P-LIIn=1250A3pFHR
Product ID 1SDA056371R1
EAN 8015644577117
Catalog Description E3H 1250 PR122/P-LI In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A THRE-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1250 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577117EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644577117Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
60 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR123/P-LSIGIn=1250A3pFHR
E3H 1250 PR123/P-LSIG In=1250A 3p F HR

Extended Product Type E3H1250PR123/P-LSIGIn=1250A3pFHR
Product ID 1SDA056375R1
EAN 8015644577155
Catalog Description E3H 1250 PR123/P-LSIG In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A THREE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1250 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577155EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644577155Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
60 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LSIGIn=1250A4pFHR
E3H 1250 PR121/P-LSIG In=1250A 4p F HR

Extended Product Type E3H1250PR121/P-LSIGIn=1250A4pFHR
Product ID 1SDA056378R1
EAN 8015644577186
Catalog Description E3H 1250 PR121/P-LSIG In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1250 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577186EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644577186Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
60 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LIIn=1250A4pFHR
E3H 1250 PR121/P-LI In=1250A 4p F HR

Extended Product Type E3H1250PR121/P-LIIn=1250A4pFHR

Product ID 1SDA056376R1

EAN 8015644577162

Catalog Description E3H 1250 PR121/P-LI In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577162EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577162Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LSIIn=1250A3pFHR
E3H 1250 PR122/P-LSI In=1250A 3p F HR

Extended Product Type E3H1250PR122/P-LSIIn=1250A3pFHR

Product ID 1SDA056372R1

EAN 8015644577124

Catalog Description E3H 1250 PR122/P-LSI In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577124EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577124Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LIIn=1250A4pFHR
E3H 1250 PR122/P-LI In=1250A 4p F HR

Extended Product Type E3H1250PR122/P-LIIn=1250A4pFHR

Product ID 1SDA056379R1

EAN 8015644577193

Catalog Description E3H 1250 PR122/P-LI In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577193EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577193Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LSIGIn=1250A3pFHR
E3H 1250 PR122/P-LSIG In=1250A 3p F HR

Extended Product Type E3H1250PR122/P-LSIGIn=1250A3pFHR

Product ID 1SDA056373R1

EAN 8015644577131

Catalog Description E3H 1250 PR122/P-LSIG In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577131EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577131Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LSIGIn=1000A3pWMP
E3H 1000 PR121/P-LSIG In=1000A 3p W MP

Extended Product Type E3H1000PR121/P-LSIGIn=1000A3pWMP
Product ID 1SDA059354R1
EAN 8015644617158
Catalog Description E3H 1000 PR121/P-LSIG In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A THRE-POLE
OVERCURRENT RELEASE PR121/P-LSIG R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617158EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LIIn=1000A3pWMP
E3H 1000 PR122/P-LI In=1000A 3p W MP

Extended Product Type E3H1000PR122/P-LIIn=1000A3pWMP

Product ID 1SDA059358R1

EAN 8015644617196

Catalog Description E3H 1000 PR122/P-LI In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617196EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LIIn=1000A4pFHR
E3H 1000 PR122/P-LI In=1000A 4p F HR

Extended Product Type E3H1000PR122/P-LIIn=1000A4pFHR

Product ID 1SDA059359R1

EAN 8015644617202

Catalog Description E3H 1000 PR122/P-LI In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617202EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LSIGIn=1000A4pFHR
E3H 1000 PR121/P-LSIG In=1000A 4p F HR

Extended Product Type E3H1000PR121/P-LSIGIn=1000A4pFHR

Product ID 1SDA059355R1

EAN 8015644617165

Catalog Description E3H 1000 PR121/P-LSIG In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617165EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR122/P-LIIn=1000A3pFHR
E3H 1000 PR122/P-LI In=1000A 3p F HR

Extended Product Type E3H1000PR122/P-LIIn=1000A3pFHR

Product ID 1SDA059357R1

EAN 8015644617189

Catalog Description E3H 1000 PR122/P-LI In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617189EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LSIIn=1000A3pWMP
E3H 1000 PR121/P-LSI In=1000A 3p W MP

Extended Product Type E3H1000PR121/P-LSIIn=1000A3pWMP

Product ID 1SDA059350R1

EAN 8015644617110

Catalog Description E3H 1000 PR121/P-LSI In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617110EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LSIGIn=1000A3pFHR
E3H 1000 PR121/P-LSIG In=1000A 3p F HR

Extended Product Type E3H1000PR121/P-LSIGIn=1000A3pFHR

Product ID 1SDA059353R1

EAN 8015644617141

Catalog Description E3H 1000 PR121/P-LSIG In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617141EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1000PR121/P-LSIIn=1000A4pFHR
E3H 1000 PR121/P-LSI In=1000A 4p F HR

Extended Product Type E3H1000PR121/P-LSIIn=1000A4pFHR

Product ID 1SDA059351R1

EAN 8015644617127

Catalog Description E3H 1000 PR121/P-LSI In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617127EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LSIGIn=1250A4pFHR
E3H 1250 PR122/P-LSIG In=1250A 4p F HR

Extended Product Type E3H1250PR122/P-LSIGIn=1250A4pFHR

Product ID 1SDA056381R1

EAN 8015644577216

Catalog Description E3H 1250 PR122/P-LSIG In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577216EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577216Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LSIIn=1250A3pWMP
E3H 1250 PR121/P-LSI In=1250A 3p W MP

Extended Product Type E3H1250PR121/P-LSIIn=1250A3pWMP

Product ID 1SDA056385R1

EAN 8015644577254

Catalog Description E3H 1250 PR121/P-LSI In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577254EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577254Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR121/P-LSIGIn=1250A3pWMP
E3H 1250 PR121/P-LSIG In=1250A 3p W MP

Extended Product Type E3H1250PR121/P-LSIGIn=1250A3pWMP

Product ID 1SDA056386R1

EAN 8015644577261

Catalog Description E3H 1250 PR121/P-LSIG In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSIG R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577261EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577261Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LSIIn=1250A3pWMP
E3H 1250 PR122/P-LSI In=1250A 3p W MP

Extended Product Type E3H1250PR122/P-LSIIn=1250A3pWMP

Product ID 1SDA056388R1

EAN 8015644577285

Catalog Description E3H 1250 PR122/P-LSI In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577285EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577285Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LIIn=1250A3pWMP
E3H 1250 PR122/P-LI In=1250A 3p W MP

Extended Product Type E3H1250PR122/P-LIIn=1250A3pWMP

Product ID 1SDA056387R1

EAN 8015644577278

Catalog Description E3H 1250 PR122/P-LI In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577278EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577278Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



PRODUCT-DETAILS

E3H1250PR122/P-LSIGIn=1250A3pWMP
E3H 1250 PR122/P-LSIG In=1250A 3p W MP

Extended Product Type E3H1250PR122/P-LSIGIn=1250A3pWMP

Product ID 1SDA056389R1

EAN 8015644577292

Catalog Description E3H 1250 PR122/P-LSIG In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1250A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577292EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577292Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR123/P-LSIGIn=1250A4pFHR
E3H 1250 PR123/P-LSIG In=1250A 4p F HR

Extended Product Type E3H1250PR123/P-LSIGIn=1250A4pFHR

Product ID 1SDA056383R1

EAN 8015644577230

Catalog Description E3H 1250 PR123/P-LSIG In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577230EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577230Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1250PR122/P-LSIIn=1250A4pFHR
E3H 1250 PR122/P-LSI In=1250A 4p F HR

Extended Product Type E3H1250PR122/P-LSIIn=1250A4pFHR
Product ID 1SDA056380R1
EAN 8015644577209
Catalog Description E3H 1250 PR122/P-LSI In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1250A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1250 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577209EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644577209Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
60 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LSIIn=1600A4pFHR
E3H 1600 PR122/P-LSI In=1600A 4p F HR

Extended Product Type E3H1600PR122/P-LSIIn=1600A4pFHR
Product ID 1SDA056412R1
EAN 8015644577520
Catalog Description E3H 1600 PR122/P-LSI In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577520EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644577520Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LSIGIn=1600A3pWMP
E3H 1600 PR121/P-LSIG In=1600A 3p W MP

Extended Product Type E3H1600PR121/P-LSIGIn=1600A3pWMP

Product ID 1SDA056418R1

EAN 8015644577582

Catalog Description E3H 1600 PR121/P-LSIG In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSIG R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577582EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577582Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LIIn=1600A3pWMP
E3H 1600 PR122/P-LI In=1600A 3p W MP

Extended Product Type E3H1600PR122/P-LIIn=1600A3pWMP

Product ID 1SDA056419R1

EAN 8015644577599

Catalog Description E3H 1600 PR122/P-LI In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577599EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577599Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LIIn=1600A4pFHR
E3H 1600 PR122/P-LI In=1600A 4p F HR

Extended Product Type E3H1600PR122/P-LIIn=1600A4pFHR

Product ID 1SDA056411R1

EAN 8015644577513

Catalog Description E3H 1600 PR122/P-LI In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577513EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577513Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR123/P-LSIGIn=1600A4pFHR
E3H 1600 PR123/P-LSIG In=1600A 4p F HR

Extended Product Type E3H1600PR123/P-LSIGIn=1600A4pFHR
Product ID 1SDA056415R1
EAN 8015644577551
Catalog Description E3H 1600 PR123/P-LSIG In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577551EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644577551Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LSIGIn=1600A4pFHR
E3H 1600 PR121/P-LSIG In=1600A 4p F HR

Extended Product Type E3H1600PR121/P-LSIGIn=1600A4pFHR

Product ID 1SDA056410R1

EAN 8015644577506

Catalog Description E3H 1600 PR121/P-LSIG In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577506EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577506Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LSIGIn=1600A4pFHR
E3H 1600 PR122/P-LSIG In=1600A 4p F HR

Extended Product Type E3H1600PR122/P-LSIGIn=1600A4pFHR

Product ID 1SDA056413R1

EAN 8015644577537

Catalog Description E3H 1600 PR122/P-LSIG In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577537EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577537Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LSIIn=1600A3pWMP
E3H 1600 PR121/P-LSI In=1600A 3p W MP

Extended Product Type E3H1600PR121/P-LSIIn=1600A3pWMP

Product ID 1SDA056417R1

EAN 8015644577575

Catalog Description E3H 1600 PR121/P-LSI In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577575EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577575Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR123/P-LSIGIn=1600A4pWMP
E3H 1600 PR123/P-LSIG In=1600A 4p W MP

Extended Product Type E3H1600PR123/P-LSIGIn=1600A4pWMP
Product ID 1SDA056431R1
EAN 8015644577711
Catalog Description E3H 1600 PR123/P-LSIG In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE
OVERCURRENT RELEASE PR123/P-LSIG R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577711EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577711Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LSIGIn=1600A3pFHR
E3H 1600 PR121/P-LSIG In=1600A 3p F HR

Extended Product Type E3H1600PR121/P-LSIGIn=1600A3pFHR

Product ID 1SDA056402R1

EAN 8015644577421

Catalog Description E3H 1600 PR121/P-LSIG In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577421EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577421Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LSIIn=1600A4pFHR
E3H 1600 PR121/P-LSI In=1600A 4p F HR

Extended Product Type E3H1600PR121/P-LSIIn=1600A4pFHR
Product ID 1SDA056409R1
EAN 8015644577490
Catalog Description E3H 1600 PR121/P-LSI In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577490EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644577490Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LSIIn=1600A3pFHR
E3H 1600 PR121/P-LSI In=1600A 3p F HR

Extended Product Type E3H1600PR121/P-LSIIn=1600A3pFHR

Product ID 1SDA056401R1

EAN 8015644577414

Catalog Description E3H 1600 PR121/P-LSI In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577414EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577414Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/DCIn=1600A3pFVR<HR
E3H 1600 PR122/DC In=1600A 3p F VR<HR

Extended Product Type E3H1600PR122/DCIn=1600A3pFVR<HR

Product ID 1SDA064606R1

EAN 8015644674991

Catalog Description E3H 1600 PR122/DC In=1600A 3p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THRE-POLE FIXED WITH TERMINALS REAR

VERTICAL OVERCURRENT RELEASE PR122/DC R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644674991EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

84 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 10000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

123 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

750 V DCRated Operational
Voltage

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Orientated

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H1600PR122/DCIn=1600A4pFVR<HR
E3H 1600 PR122/DC In=1600A 4p F VR<HR

Extended Product Type E3H1600PR122/DCIn=1600A4pFVR<HR

Product ID 1SDA064615R1

EAN 8015644675080

Catalog Description E3H 1600 PR122/DC In=1600A 4p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS REAR

VERTICAL OVERCURRENT RELEASE PR122/DC R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675080EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 10000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

184 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

1000 V DCRated Operational
Voltage

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Orientated

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H1600PR123/DCIn=1600A3pFVR<HR
E3H 1600 PR123/DC In=1600A 3p F VR<HR

Extended Product Type E3H1600PR123/DCIn=1600A3pFVR<HR
Product ID 1SDA064694R1
EAN 8015644675875
Catalog Description E3H 1600 PR123/DC In=1600A 3p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THRE-POLE FIXED WITH TERMINALS

REAR VERTICAL OVERCURRENT RELEASE PR123/DC R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances Control
Act - TSCA

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644675875EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 10000 cycleElectrical Durability
20000 cycle  

60 cycles per hour
Mechanical Durability

3Number of Poles
138 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

750 V DCRated Operational Voltage
(500 V DC) 65 kA  
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

(500 V DC) 65 kA  
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking Capacity
(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/DCRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Orientated

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000635R0002Instructions and Manuals



PRODUCT-DETAILS

E3H1600PR123/DCIn=1600A4pFVR<HR
E3H 1600 PR123/DC In=1600A 4p F VR<HR

Extended Product Type E3H1600PR123/DCIn=1600A4pFVR<HR
Product ID 1SDA064703R1
EAN 8015644675967
Catalog Description E3H 1600 PR123/DC In=1600A 4p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS

REAR VERTICAL OVERCURRENT RELEASE PR123/DC R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances Control
Act - TSCA

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644675967EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 10000 cycleElectrical Durability
20000 cycle  

60 cycles per hour
Mechanical Durability

4Number of Poles
184 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

1000 V DCRated Operational Voltage
(750 V DC) 50 kA  

(1000 V DC) 40 kA
Rated Service Short-
Circuit Breaking Capacity
(Ics)

(750 V DC) 50 kA  
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking Capacity
(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/DCRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Orientated

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000635R0002Instructions and Manuals



PRODUCT-DETAILS

E3H1600PR122/DCIn=1600A4pWMP
E3H 1600 PR122/DC In=1600A 4p W MP

Extended Product Type E3H1600PR122/DCIn=1600A4pWMP
Product ID 1SDA064633R1
EAN 8015644675264
Catalog Description E3H 1600 PR122/DC In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE

OVERCURRENT RELEASE PR122/DC R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances Control
Act - TSCA

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644675264EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 10000 cycleElectrical Durability
20000 cycle  

60 cycles per hour
Mechanical Durability

4Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

1000 V DCRated Operational Voltage
(750 V DC) 50 kA  

(1000 V DC) 40 kA
Rated Service Short-
Circuit Breaking Capacity
(Ics)

(750 V DC) 50 kA  
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking Capacity
(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/DCRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000635R0002Instructions and Manuals



PRODUCT-DETAILS

E3H1600PR122/DCIn=1600A3pWMP
E3H 1600 PR122/DC In=1600A 3p W MP

Extended Product Type E3H1600PR122/DCIn=1600A3pWMP
Product ID 1SDA064624R1
EAN 8015644675172
Catalog Description E3H 1600 PR122/DC In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THRE-POLE

OVERCURRENT RELEASE PR122/DC R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances Control
Act - TSCA

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644675172EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 10000 cycleElectrical Durability
20000 cycle  

60 cycles per hour
Mechanical Durability

3Number of Poles
207 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

750 V DCRated Operational Voltage
(500 V DC) 65 kA  
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

(500 V DC) 65 kA  
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking Capacity
(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/DCRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000635R0002Instructions and Manuals



PRODUCT-DETAILS

E3H1600PR123/DCIn=1600A4pWMP
E3H 1600 PR123/DC In=1600A 4p W MP

Extended Product Type E3H1600PR123/DCIn=1600A4pWMP

Product ID 1SDA064721R1

EAN 8015644676148

Catalog Description E3H 1600 PR123/DC In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE

OVERCURRENT RELEASE PR123/DC R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644676148EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 10000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

1000 V DCRated Operational
Voltage

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)



PR123/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H1600PR123/DCIn=1600A3pWMP
E3H 1600 PR123/DC In=1600A 3p W MP

Extended Product Type E3H1600PR123/DCIn=1600A3pWMP
Product ID 1SDA064712R1
EAN 8015644676056
Catalog Description E3H 1600 PR123/DC In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THRE-POLE

OVERCURRENT RELEASE PR123/DC R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances Control
Act - TSCA

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644676056EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 10000 cycleElectrical Durability
20000 cycle  

60 cycles per hour
Mechanical Durability

3Number of Poles
179 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

750 V DCRated Operational Voltage
(500 V DC) 65 kA  
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

(500 V DC) 65 kA  
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking Capacity
(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/DCRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000635R0002Instructions and Manuals



PRODUCT-DETAILS

E3H1600PR121/P-LSIGIn=1600A4pWMP
E3H 1600 PR121/P-LSIG In=1600A 4p W MP

Extended Product Type E3H1600PR121/P-LSIGIn=1600A4pWMP
Product ID 1SDA056426R1
EAN 8015644577667
Catalog Description E3H 1600 PR121/P-LSIG In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE
OVERCURRENT RELEASE PR121/P-LSIG R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577667EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577667Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LSIIn=1600A4pWMP
E3H 1600 PR121/P-LSI In=1600A 4p W MP

Extended Product Type E3H1600PR121/P-LSIIn=1600A4pWMP
Product ID 1SDA056425R1
EAN 8015644577650
Catalog Description E3H 1600 PR121/P-LSI In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577650EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577650Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LSIGIn=1600A3pWMP
E3H 1600 PR122/P-LSIG In=1600A 3p W MP

Extended Product Type E3H1600PR122/P-LSIGIn=1600A3pWMP
Product ID 1SDA056421R1
EAN 8015644577612
Catalog Description E3H 1600 PR122/P-LSIG In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THRE-POLE
OVERCURRENT RELEASE PR122/P-LSIG R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577612EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644577612Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LSIGIn=1600A4pWMP
E3H 1600 PR122/P-LSIG In=1600A 4p W MP

Extended Product Type E3H1600PR122/P-LSIGIn=1600A4pWMP
Product ID 1SDA056429R1
EAN 8015644577698
Catalog Description E3H 1600 PR122/P-LSIG In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE
OVERCURRENT RELEASE PR122/P-LSIG R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577698EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577698Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LIIn=1600A4pWMP
E3H 1600 PR121/P-LI In=1600A 4p W MP

Extended Product Type E3H1600PR121/P-LIIn=1600A4pWMP
Product ID 1SDA056424R1
EAN 8015644577643
Catalog Description E3H 1600 PR121/P-LI In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577643EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577643Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LIIn=1600A4pWMP
E3H 1600 PR122/P-LI In=1600A 4p W MP

Extended Product Type E3H1600PR122/P-LIIn=1600A4pWMP

Product ID 1SDA056427R1

EAN 8015644577674

Catalog Description E3H 1600 PR122/P-LI In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577674EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577674Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LSIIn=1600A3pWMP
E3H 1600 PR122/P-LSI In=1600A 3p W MP

Extended Product Type E3H1600PR122/P-LSIIn=1600A3pWMP

Product ID 1SDA056420R1

EAN 8015644577605

Catalog Description E3H 1600 PR122/P-LSI In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577605EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577605Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LSIIn=1600A4pWMP
E3H 1600 PR122/P-LSI In=1600A 4p W MP

Extended Product Type E3H1600PR122/P-LSIIn=1600A4pWMP
Product ID 1SDA056428R1
EAN 8015644577681
Catalog Description E3H 1600 PR122/P-LSI In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577681EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644577681Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR123/P-LSIGIn=1600A3pWMP
E3H 1600 PR123/P-LSIG In=1600A 3p W MP

Extended Product Type E3H1600PR123/P-LSIGIn=1600A3pWMP

Product ID 1SDA056423R1

EAN 8015644577636

Catalog Description E3H 1600 PR123/P-LSIG In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577636EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577636Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LIIn=1600A3pFHR
E3H 1600 PR122/P-LI In=1600A 3p F HR

Extended Product Type E3H1600PR122/P-LIIn=1600A3pFHR

Product ID 1SDA056403R1

EAN 8015644577438

Catalog Description E3H 1600 PR122/P-LI In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577438EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577438Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LIIn=1600A4pFHR
E3H 1600 PR121/P-LI In=1600A 4p F HR

Extended Product Type E3H1600PR121/P-LIIn=1600A4pFHR

Product ID 1SDA056408R1

EAN 8015644577483

Catalog Description E3H 1600 PR121/P-LI In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577483EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577483Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LSIIn=1600A3pFHR
E3H 1600 PR122/P-LSI In=1600A 3p F HR

Extended Product Type E3H1600PR122/P-LSIIn=1600A3pFHR
Product ID 1SDA056404R1
EAN 8015644577445
Catalog Description E3H 1600 PR122/P-LSI In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577445EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644577445Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR123/P-LSIGIn=1600A3pFHR
E3H 1600 PR123/P-LSIG In=1600A 3p F HR

Extended Product Type E3H1600PR123/P-LSIGIn=1600A3pFHR
Product ID 1SDA056407R1
EAN 8015644577476
Catalog Description E3H 1600 PR123/P-LSIG In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THREE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577476EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644577476Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LIIn=1600A3pFHR
E3H 1600 PR121/P-LI In=1600A 3p F HR

Extended Product Type E3H1600PR121/P-LIIn=1600A3pFHR
Product ID 1SDA056400R1
EAN 8015644577407
Catalog Description E3H 1600 PR121/P-LI In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THRE-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1600 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577407EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644577407Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR122/P-LSIGIn=1600A3pFHR
E3H 1600 PR122/P-LSIG In=1600A 3p F HR

Extended Product Type E3H1600PR122/P-LSIGIn=1600A3pFHR

Product ID 1SDA056405R1

EAN 8015644577452

Catalog Description E3H 1600 PR122/P-LSIG In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 1600A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577452EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577452Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H1600PR121/P-LIIn=1600A3pWMP
E3H 1600 PR121/P-LI In=1600A 3p W MP

Extended Product Type E3H1600PR121/P-LIIn=1600A3pWMP

Product ID 1SDA056416R1

EAN 8015644577568

Catalog Description E3H 1600 PR121/P-LI In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 1600A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577568EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577568Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR123/P-LSIGIn=2000A3pFHR
E3H 2000 PR123/P-LSIG In=2000A 3p F HR

Extended Product Type E3H2000PR123/P-LSIGIn=2000A3pFHR

Product ID 1SDA056439R1

EAN 8015644577797

Catalog Description E3H 2000 PR123/P-LSIG In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577797EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577797Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LSIGIn=2000A3pFHR
E3H 2000 PR121/P-LSIG In=2000A 3p F HR

Extended Product Type E3H2000PR121/P-LSIGIn=2000A3pFHR

Product ID 1SDA056434R1

EAN 8015644577742

Catalog Description E3H 2000 PR121/P-LSIG In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577742EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577742Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LSIIn=2000A3pFHR
E3H 2000 PR121/P-LSI In=2000A 3p F HR

Extended Product Type E3H2000PR121/P-LSIIn=2000A3pFHR

Product ID 1SDA056433R1

EAN 8015644577735

Catalog Description E3H 2000 PR121/P-LSI In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577735EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577735Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LIIn=2000A3pFHR
E3H 2000 PR122/P-LI In=2000A 3p F HR

Extended Product Type E3H2000PR122/P-LIIn=2000A3pFHR

Product ID 1SDA056435R1

EAN 8015644577759

Catalog Description E3H 2000 PR122/P-LI In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577759EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577759Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LSIGIn=2000A4pWMP
E3H 2000 PR121/P-LSIG In=2000A 4p W MP

Extended Product Type E3H2000PR121/P-LSIGIn=2000A4pWMP

Product ID 1SDA056458R1

EAN 8015644577988

Catalog Description E3H 2000 PR121/P-LSIG In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577988EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577988Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LIIn=2000A4pWMP
E3H 2000 PR121/P-LI In=2000A 4p W MP

Extended Product Type E3H2000PR121/P-LIIn=2000A4pWMP

Product ID 1SDA056456R1

EAN 8015644577964

Catalog Description E3H 2000 PR121/P-LI In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577964EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577964Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LSIIn=2000A3pWMP
E3H 2000 PR122/P-LSI In=2000A 3p W MP

Extended Product Type E3H2000PR122/P-LSIIn=2000A3pWMP

Product ID 1SDA056452R1

EAN 8015644577926

Catalog Description E3H 2000 PR122/P-LSI In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577926EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577926Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR123/P-LSIGIn=2000A3pWMP
E3H 2000 PR123/P-LSIG In=2000A 3p W MP

Extended Product Type E3H2000PR123/P-LSIGIn=2000A3pWMP

Product ID 1SDA056455R1

EAN 8015644577957

Catalog Description E3H 2000 PR123/P-LSIG In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577957EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577957Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LIIn=2000A3pWMP
E3H 2000 PR122/P-LI In=2000A 3p W MP

Extended Product Type E3H2000PR122/P-LIIn=2000A3pWMP

Product ID 1SDA056451R1

EAN 8015644577919

Catalog Description E3H 2000 PR122/P-LI In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577919EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577919Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LSIGIn=2000A3pWMP
E3H 2000 PR121/P-LSIG In=2000A 3p W MP

Extended Product Type E3H2000PR121/P-LSIGIn=2000A3pWMP

Product ID 1SDA056450R1

EAN 8015644577902

Catalog Description E3H 2000 PR121/P-LSIG In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577902EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577902Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LIIn=2000A4pWMP
E3H 2000 PR122/P-LI In=2000A 4p W MP

Extended Product Type E3H2000PR122/P-LIIn=2000A4pWMP

Product ID 1SDA056459R1

EAN 8015644577995

Catalog Description E3H 2000 PR122/P-LI In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577995EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577995Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LSIIn=2000A4pWMP
E3H 2000 PR121/P-LSI In=2000A 4p W MP

Extended Product Type E3H2000PR121/P-LSIIn=2000A4pWMP

Product ID 1SDA056457R1

EAN 8015644577971

Catalog Description E3H 2000 PR121/P-LSI In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577971EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644577971Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LSIGIn=2000A3pWMP
E3H 2000 PR122/P-LSIG In=2000A 3p W MP

Extended Product Type E3H2000PR122/P-LSIGIn=2000A3pWMP

Product ID 1SDA056453R1

EAN 8015644577933

Catalog Description E3H 2000 PR122/P-LSIG In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577933EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577933Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/DCIn=2000A3pFVR<HR
E3H 2000 PR122/DC In=2000A 3p F VR<HR

Extended Product Type E3H2000PR122/DCIn=2000A3pFVR<HR

Product ID 1SDA064607R1

EAN 8015644675004

Catalog Description E3H 2000 PR122/DC In=2000A 3p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THRE-POLE FIXED WITH TERMINALS REAR

VERTICAL OVERCURRENT RELEASE PR122/DC R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675004EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 9000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

216 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

750 V DCRated Operational
Voltage

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Orientated

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2000PR123/DCIn=2000A3pFVR<HR
E3H 2000 PR123/DC In=2000A 3p F VR<HR

Extended Product Type E3H2000PR123/DCIn=2000A3pFVR<HR

Product ID 1SDA064695R1

EAN 8015644675882

Catalog Description E3H 2000 PR123/DC In=2000A 3p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THRE-POLE FIXED WITH TERMINALS REAR

VERTICAL OVERCURRENT RELEASE PR123/DC R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675882EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 9000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

216 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

750 V DCRated Operational
Voltage

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)



PR123/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Orientated

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2000PR123/DCIn=2000A4pFVR<HR
E3H 2000 PR123/DC In=2000A 4p F VR<HR

Extended Product Type E3H2000PR123/DCIn=2000A4pFVR<HR

Product ID 1SDA064704R1

EAN 8015644675974

Catalog Description E3H 2000 PR123/DC In=2000A 4p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS REAR

VERTICAL OVERCURRENT RELEASE PR123/DC R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675974EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 9000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

288 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

1000 V DCRated Operational
Voltage

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)



PR123/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Orientated

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2000PR122/DCIn=2000A4pWMP
E3H 2000 PR122/DC In=2000A 4p W MP

Extended Product Type E3H2000PR122/DCIn=2000A4pWMP

Product ID 1SDA064634R1

EAN 8015644675271

Catalog Description E3H 2000 PR122/DC In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE

OVERCURRENT RELEASE PR122/DC R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675271EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 9000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

320 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

1000 V DCRated Operational
Voltage

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2000PR123/DCIn=2000A4pWMP
E3H 2000 PR123/DC In=2000A 4p W MP

Extended Product Type E3H2000PR123/DCIn=2000A4pWMP

Product ID 1SDA064722R1

EAN 8015644676155

Catalog Description E3H 2000 PR123/DC In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE

OVERCURRENT RELEASE PR123/DC R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644676155EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 9000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

352 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

1000 V DCRated Operational
Voltage

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)



PR123/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2000PR122/DCIn=2000A3pWMP
E3H 2000 PR122/DC In=2000A 3p W MP

Extended Product Type E3H2000PR122/DCIn=2000A3pWMP

Product ID 1SDA064625R1

EAN 8015644675189

Catalog Description E3H 2000 PR122/DC In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THRE-POLE

OVERCURRENT RELEASE PR122/DC R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675189EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 9000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

248 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

750 V DCRated Operational
Voltage

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2000PR123/DCIn=2000A3pWMP
E3H 2000 PR123/DC In=2000A 3p W MP

Extended Product Type E3H2000PR123/DCIn=2000A3pWMP

Product ID 1SDA064713R1

EAN 8015644676063

Catalog Description E3H 2000 PR123/DC In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THRE-POLE

OVERCURRENT RELEASE PR123/DC R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644676063EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 9000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

280 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

750 V DCRated Operational
Voltage

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)



PR123/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2000PR122/DCIn=2000A4pFVR<HR
E3H 2000 PR122/DC In=2000A 4p F VR<HR

Extended Product Type E3H2000PR122/DCIn=2000A4pFVR<HR

Product ID 1SDA064616R1

EAN 8015644675097

Catalog Description E3H 2000 PR122/DC In=2000A 4p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS REAR

VERTICAL OVERCURRENT RELEASE PR122/DC R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675097EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 9000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

288 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

1000 V DCRated Operational
Voltage

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Orientated

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2000PR122/P-LSIIn=2000A4pWMP
E3H 2000 PR122/P-LSI In=2000A 4p W MP

Extended Product Type E3H2000PR122/P-LSIIn=2000A4pWMP

Product ID 1SDA056460R1

EAN 8015644578008

Catalog Description E3H 2000 PR122/P-LSI In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578008EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578008Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LSIGIn=2000A4pWMP
E3H 2000 PR122/P-LSIG In=2000A 4p W MP

Extended Product Type E3H2000PR122/P-LSIGIn=2000A4pWMP
Product ID 1SDA056461R1
EAN 8015644578015
Catalog Description E3H 2000 PR122/P-LSIG In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE
OVERCURRENT RELEASE PR122/P-LSIG R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578015EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644578015Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
225 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR123/P-LSIGIn=2000A4pWMP
E3H 2000 PR123/P-LSIG In=2000A 4p W MP

Extended Product Type E3H2000PR123/P-LSIGIn=2000A4pWMP
Product ID 1SDA056463R1
EAN 8015644578039
Catalog Description E3H 2000 PR123/P-LSIG In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A FOUR-POLE
OVERCURRENT RELEASE PR123/P-LSIG R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578039EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644578039Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
225 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LSIIn=2000A4pFHR
E3H 2000 PR122/P-LSI In=2000A 4p F HR

Extended Product Type E3H2000PR122/P-LSIIn=2000A4pFHR
Product ID 1SDA056444R1
EAN 8015644577841
Catalog Description E3H 2000 PR122/P-LSI In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R2000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577841EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644577841Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
130 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LSIIn=2000A3pWMP
E3H 2000 PR121/P-LSI In=2000A 3p W MP

Extended Product Type E3H2000PR121/P-LSIIn=2000A3pWMP
Product ID 1SDA056449R1
EAN 8015644577896
Catalog Description E3H 2000 PR121/P-LSI In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577896EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644577896Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
225 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LIIn=2000A4pFHR
E3H 2000 PR121/P-LI In=2000A 4p F HR

Extended Product Type E3H2000PR121/P-LIIn=2000A4pFHR

Product ID 1SDA056440R1

EAN 8015644577803

Catalog Description E3H 2000 PR121/P-LI In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577803EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577803Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LSIIn=2000A4pFHR
E3H 2000 PR121/P-LSI In=2000A 4p F HR

Extended Product Type E3H2000PR121/P-LSIIn=2000A4pFHR

Product ID 1SDA056441R1

EAN 8015644577810

Catalog Description E3H 2000 PR121/P-LSI In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577810EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577810Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LIIn=2000A3pWMP
E3H 2000 PR121/P-LI In=2000A 3p W MP

Extended Product Type E3H2000PR121/P-LIIn=2000A3pWMP

Product ID 1SDA056448R1

EAN 8015644577889

Catalog Description E3H 2000 PR121/P-LI In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577889EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644577889Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LIIn=2000A4pFHR
E3H 2000 PR122/P-LI In=2000A 4p F HR

Extended Product Type E3H2000PR122/P-LIIn=2000A4pFHR

Product ID 1SDA056443R1

EAN 8015644577834

Catalog Description E3H 2000 PR122/P-LI In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577834EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577834Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR123/P-LSIGIn=2000A4pFHR
E3H 2000 PR123/P-LSIG In=2000A 4p F HR

Extended Product Type E3H2000PR123/P-LSIGIn=2000A4pFHR

Product ID 1SDA056447R1

EAN 8015644577872

Catalog Description E3H 2000 PR123/P-LSIG In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577872EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577872Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LSIGIn=2000A4pFHR
E3H 2000 PR121/P-LSIG In=2000A 4p F HR

Extended Product Type E3H2000PR121/P-LSIGIn=2000A4pFHR
Product ID 1SDA056442R1
EAN 8015644577827
Catalog Description E3H 2000 PR121/P-LSIG In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R2000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577827EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644577827Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
130 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LSIGIn=2000A4pFHR
E3H 2000 PR122/P-LSIG In=2000A 4p F HR

Extended Product Type E3H2000PR122/P-LSIGIn=2000A4pFHR

Product ID 1SDA056445R1

EAN 8015644577858

Catalog Description E3H 2000 PR122/P-LSIG In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577858EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644577858Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LSIIn=2000A3pFHR
E3H 2000 PR122/P-LSI In=2000A 3p F HR

Extended Product Type E3H2000PR122/P-LSIIn=2000A3pFHR
Product ID 1SDA056436R1
EAN 8015644577766
Catalog Description E3H 2000 PR122/P-LSI In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R2000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577766EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644577766Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
130 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR122/P-LSIGIn=2000A3pFHR
E3H 2000 PR122/P-LSIG In=2000A 3p F HR

Extended Product Type E3H2000PR122/P-LSIGIn=2000A3pFHR
Product ID 1SDA056437R1
EAN 8015644577773
Catalog Description E3H 2000 PR122/P-LSIG In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R2000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577773EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644577773Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
130 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2000PR121/P-LIIn=2000A3pFHR
E3H 2000 PR121/P-LI In=2000A 3p F HR

Extended Product Type E3H2000PR121/P-LIIn=2000A3pFHR

Product ID 1SDA056432R1

EAN 8015644577728

Catalog Description E3H 2000 PR121/P-LI In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2000A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644577728EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644577728Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LIIn=2500A4pWMP
E3H 2500 PR122/P-LI In=2500A 4p W MP

Extended Product Type E3H2500PR122/P-LIIn=2500A4pWMP

Product ID 1SDA056491R1

EAN 8015644578312

Catalog Description E3H 2500 PR122/P-LI In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578312EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578312Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LSIGIn=2500A4pWMP
E3H 2500 PR121/P-LSIG In=2500A 4p W MP

Extended Product Type E3H2500PR121/P-LSIGIn=2500A4pWMP

Product ID 1SDA056490R1

EAN 8015644578305

Catalog Description E3H 2500 PR121/P-LSIG In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSIG R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578305EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578305Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LSIGIn=2500A4pWMP
E3H 2500 PR122/P-LSIG In=2500A 4p W MP

Extended Product Type E3H2500PR122/P-LSIGIn=2500A4pWMP
Product ID 1SDA056493R1
EAN 8015644578336
Catalog Description E3H 2500 PR122/P-LSIG In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE
OVERCURRENT RELEASE PR122/P-LSIG R2500 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578336EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644578336Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR123/P-LSIGIn=2500A4pWMP
E3H 2500 PR123/P-LSIG In=2500A 4p W MP

Extended Product Type E3H2500PR123/P-LSIGIn=2500A4pWMP

Product ID 1SDA056495R1

EAN 8015644578350

Catalog Description E3H 2500 PR123/P-LSIG In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578350EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578350Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LIIn=2500A4pFHR
E3H 2500 PR121/P-LI In=2500A 4p F HR

Extended Product Type E3H2500PR121/P-LIIn=2500A4pFHR
Product ID 1SDA056472R1
EAN 8015644578121
Catalog Description E3H 2500 PR121/P-LI In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R2500 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578121EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644578121Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LSIGIn=2500A4pFHR
E3H 2500 PR122/P-LSIG In=2500A 4p F HR

Extended Product Type E3H2500PR122/P-LSIGIn=2500A4pFHR
Product ID 1SDA056477R1
EAN 8015644578176
Catalog Description E3H 2500 PR122/P-LSIG In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578176EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644578176Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LSIIn=2500A4pFHR
E3H 2500 PR122/P-LSI In=2500A 4p F HR

Extended Product Type E3H2500PR122/P-LSIIn=2500A4pFHR

Product ID 1SDA056476R1

EAN 8015644578169

Catalog Description E3H 2500 PR122/P-LSI In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578169EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644578169Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR123/P-LSIGIn=2500A3pFHR
E3H 2500 PR123/P-LSIG In=2500A 3p F HR

Extended Product Type E3H2500PR123/P-LSIGIn=2500A3pFHR

Product ID 1SDA056471R1

EAN 8015644578114

Catalog Description E3H 2500 PR123/P-LSIG In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578114EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578114Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LIIn=2500A4pFHR
E3H 2500 PR122/P-LI In=2500A 4p F HR

Extended Product Type E3H2500PR122/P-LIIn=2500A4pFHR

Product ID 1SDA056475R1

EAN 8015644578152

Catalog Description E3H 2500 PR122/P-LI In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R2500 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578152EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644578152Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LSIIn=2500A4pFHR
E3H 2500 PR121/P-LSI In=2500A 4p F HR

Extended Product Type E3H2500PR121/P-LSIIn=2500A4pFHR

Product ID 1SDA056473R1

EAN 8015644578138

Catalog Description E3H 2500 PR121/P-LSI In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R2500 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578138EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644578138Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR123/P-LSIGIn=2500A4pFHR
E3H 2500 PR123/P-LSIG In=2500A 4p F HR

Extended Product Type E3H2500PR123/P-LSIGIn=2500A4pFHR

Product ID 1SDA056479R1

EAN 8015644578190

Catalog Description E3H 2500 PR123/P-LSIG In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578190EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644578190Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LSIGIn=2500A4pFHR
E3H 2500 PR121/P-LSIG In=2500A 4p F HR

Extended Product Type E3H2500PR121/P-LSIGIn=2500A4pFHR
Product ID 1SDA056474R1
EAN 8015644578145
Catalog Description E3H 2500 PR121/P-LSIG In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578145EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644578145Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR123/DCIn=2500A4pFVR<HR
E3H 2500 PR123/DC In=2500A 4p F VR<HR

Extended Product Type E3H2500PR123/DCIn=2500A4pFVR<HR
Product ID 1SDA064705R1
EAN 8015644675981
Catalog Description E3H 2500 PR123/DC In=2500A 4p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS

REAR VERTICAL OVERCURRENT RELEASE PR123/DC R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances Control
Act - TSCA

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644675981EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 7000 cycleElectrical Durability
20000 cycle  

60 cycles per hour
Mechanical Durability

4Number of Poles
450 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

1000 V DCRated Operational Voltage
(750 V DC) 50 kA  

(1000 V DC) 40 kA
Rated Service Short-
Circuit Breaking Capacity
(Ics)

(750 V DC) 50 kA  
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking Capacity
(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/DCRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Orientated

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000635R0002Instructions and Manuals



PRODUCT-DETAILS

E3H2500PR122/DCIn=2500A4pFVR<HR
E3H 2500 PR122/DC In=2500A 4p F VR<HR

Extended Product Type E3H2500PR122/DCIn=2500A4pFVR<HR

Product ID 1SDA064617R1

EAN 8015644675103

Catalog Description E3H 2500 PR122/DC In=2500A 4p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A FOUR-POLE FIXED WITH TERMINALS REAR

VERTICAL OVERCURRENT RELEASE PR122/DC R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675103EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 7000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

450 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

1000 V DCRated Operational
Voltage

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Orientated

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2500PR123/DCIn=2500A3pFVR<HR
E3H 2500 PR123/DC In=2500A 3p F VR<HR

Extended Product Type E3H2500PR123/DCIn=2500A3pFVR<HR
Product ID 1SDA064696R1
EAN 8015644675899
Catalog Description E3H 2500 PR123/DC In=2500A 3p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THRE-POLE FIXED WITH TERMINALS

REAR VERTICAL OVERCURRENT RELEASE PR123/DC R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances Control
Act - TSCA

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644675899EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 7000 cycleElectrical Durability
20000 cycle  

60 cycles per hour
Mechanical Durability

3Number of Poles
338 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

750 V DCRated Operational Voltage
(500 V DC) 65 kA  
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

(500 V DC) 65 kA  
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking Capacity
(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/DCRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Orientated

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000635R0002Instructions and Manuals



PRODUCT-DETAILS

E3H2500PR122/DCIn=2500A3pFVR<HR
E3H 2500 PR122/DC In=2500A 3p F VR<HR

Extended Product Type E3H2500PR122/DCIn=2500A3pFVR<HR

Product ID 1SDA064608R1

EAN 8015644675011

Catalog Description E3H 2500 PR122/DC In=2500A 3p F VR<HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THRE-POLE FIXED WITH TERMINALS REAR

VERTICAL OVERCURRENT RELEASE PR122/DC R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675011EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 7000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

338 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

750 V DCRated Operational
Voltage

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Orientated

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2500PR122/DCIn=2500A4pWMP
E3H 2500 PR122/DC In=2500A 4p W MP

Extended Product Type E3H2500PR122/DCIn=2500A4pWMP

Product ID 1SDA064635R1

EAN 8015644675288

Catalog Description E3H 2500 PR122/DC In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE

OVERCURRENT RELEASE PR122/DC R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675288EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 7000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

500 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

1000 V DCRated Operational
Voltage

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(750 V DC) 50 kA 
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2500PR123/DCIn=2500A4pWMP
E3H 2500 PR123/DC In=2500A 4p W MP

Extended Product Type E3H2500PR123/DCIn=2500A4pWMP
Product ID 1SDA064723R1
EAN 8015644676162
Catalog Description E3H 2500 PR123/DC In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE

OVERCURRENT RELEASE PR123/DC R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances Control
Act - TSCA

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644676162EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 7000 cycleElectrical Durability
20000 cycle  

60 cycles per hour
Mechanical Durability

4Number of Poles
550 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

1000 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

1000 V DCRated Operational Voltage
(750 V DC) 50 kA  

(1000 V DC) 40 kA
Rated Service Short-
Circuit Breaking Capacity
(Ics)

(750 V DC) 50 kA  
(1000 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking Capacity
(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/DCRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000635R0002Instructions and Manuals



PRODUCT-DETAILS

E3H2500PR122/DCIn=2500A3pWMP
E3H 2500 PR122/DC In=2500A 3p W MP

Extended Product Type E3H2500PR122/DCIn=2500A3pWMP

Product ID 1SDA064626R1

EAN 8015644675196

Catalog Description E3H 2500 PR122/DC In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THRE-POLE

OVERCURRENT RELEASE PR122/DC R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644675196EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 7000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

388 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

750 V DCRated Operational
Voltage

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)



PR122/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2500PR123/DCIn=2500A3pWMP
E3H 2500 PR123/DC In=2500A 3p W MP

Extended Product Type E3H2500PR123/DCIn=2500A3pWMP

Product ID 1SDA064714R1

EAN 8015644676070

Catalog Description E3H 2500 PR123/DC In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THRE-POLE

OVERCURRENT RELEASE PR123/DC R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

9AKK108467A8326Toxic Substances
Control Act - TSCA

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information



Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering
8015644676070EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
box 1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

8015644609139Package Level 1 EAN

Additional Information
DCCurrent Type

Ue = 1000 V 7000 cycleElectrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

438 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

750 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

750 V DCRated Operational
Voltage

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Service Short-
Circuit Breaking
Capacity (Ics)

(500 V DC) 65 kA 
(750 V DC) 40 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)



PR123/DCRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200012D0202Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000635R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 9

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category

V11.1 : 27370409eClass



PRODUCT-DETAILS

E3H2500PR121/P-LSIIn=2500A3pFHR
E3H 2500 PR121/P-LSI In=2500A 3p F HR

Extended Product Type E3H2500PR121/P-LSIIn=2500A3pFHR

Product ID 1SDA056465R1

EAN 8015644578053

Catalog Description E3H 2500 PR121/P-LSI In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578053EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578053Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LSIGIn=2500A3pWMP
E3H 2500 PR121/P-LSIG In=2500A 3p W MP

Extended Product Type E3H2500PR121/P-LSIGIn=2500A3pWMP

Product ID 1SDA056482R1

EAN 8015644578220

Catalog Description E3H 2500 PR121/P-LSIG In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSIG R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578220EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644578220Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LSIIn=2500A4pWMP
E3H 2500 PR121/P-LSI In=2500A 4p W MP

Extended Product Type E3H2500PR121/P-LSIIn=2500A4pWMP

Product ID 1SDA056489R1

EAN 8015644578299

Catalog Description E3H 2500 PR121/P-LSI In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578299EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578299Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LSIIn=2500A3pWMP
E3H 2500 PR122/P-LSI In=2500A 3p W MP

Extended Product Type E3H2500PR122/P-LSIIn=2500A3pWMP

Product ID 1SDA056484R1

EAN 8015644578244

Catalog Description E3H 2500 PR122/P-LSI In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578244EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644578244Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LIIn=2500A3pWMP
E3H 2500 PR121/P-LI In=2500A 3p W MP

Extended Product Type E3H2500PR121/P-LIIn=2500A3pWMP

Product ID 1SDA056480R1

EAN 8015644578206

Catalog Description E3H 2500 PR121/P-LI In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578206EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644578206Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
QObject Classification

Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR123/P-LSIGIn=2500A3pWMP
E3H 2500 PR123/P-LSIG In=2500A 3p W MP

Extended Product Type E3H2500PR123/P-LSIGIn=2500A3pWMP

Product ID 1SDA056487R1

EAN 8015644578275

Catalog Description E3H 2500 PR123/P-LSIG In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578275EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644578275Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LIIn=2500A3pWMP
E3H 2500 PR122/P-LI In=2500A 3p W MP

Extended Product Type E3H2500PR122/P-LIIn=2500A3pWMP
Product ID 1SDA056483R1
EAN 8015644578237
Catalog Description E3H 2500 PR122/P-LI In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578237EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644578237Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LIIn=2500A4pWMP
E3H 2500 PR121/P-LI In=2500A 4p W MP

Extended Product Type E3H2500PR121/P-LIIn=2500A4pWMP
Product ID 1SDA056488R1
EAN 8015644578282
Catalog Description E3H 2500 PR121/P-LI In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578282EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644578282Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LSIIn=2500A3pWMP
E3H 2500 PR121/P-LSI In=2500A 3p W MP

Extended Product Type E3H2500PR121/P-LSIIn=2500A3pWMP

Product ID 1SDA056481R1

EAN 8015644578213

Catalog Description E3H 2500 PR121/P-LSI In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578213EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644578213Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LSIGIn=2500A3pWMP
E3H 2500 PR122/P-LSIG In=2500A 3p W MP

Extended Product Type E3H2500PR122/P-LSIGIn=2500A3pWMP

Product ID 1SDA056485R1

EAN 8015644578251

Catalog Description E3H 2500 PR122/P-LSIG In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578251EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644578251Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LSIIn=2500A3pFHR
E3H 2500 PR122/P-LSI In=2500A 3p F HR

Extended Product Type E3H2500PR122/P-LSIIn=2500A3pFHR

Product ID 1SDA056468R1

EAN 8015644578084

Catalog Description E3H 2500 PR122/P-LSI In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578084EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578084Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LSIGIn=2500A3pFHR
E3H 2500 PR122/P-LSIG In=2500A 3p F HR

Extended Product Type E3H2500PR122/P-LSIGIn=2500A3pFHR
Product ID 1SDA056469R1
EAN 8015644578091
Catalog Description E3H 2500 PR122/P-LSIG In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578091EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644578091Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LIIn=2500A3pFHR
E3H 2500 PR121/P-LI In=2500A 3p F HR

Extended Product Type E3H2500PR121/P-LIIn=2500A3pFHR
Product ID 1SDA056464R1
EAN 8015644578046
Catalog Description E3H 2500 PR121/P-LI In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THRE-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R2500 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578046EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644578046Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LIIn=2500A3pFHR
E3H 2500 PR122/P-LI In=2500A 3p F HR

Extended Product Type E3H2500PR122/P-LIIn=2500A3pFHR

Product ID 1SDA056467R1

EAN 8015644578077

Catalog Description E3H 2500 PR122/P-LI In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R2500 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578077EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578077Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR121/P-LSIGIn=2500A3pFHR
E3H 2500 PR121/P-LSIG In=2500A 3p F HR

Extended Product Type E3H2500PR121/P-LSIGIn=2500A3pFHR
Product ID 1SDA056466R1
EAN 8015644578060
Catalog Description E3H 2500 PR121/P-LSIG In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 2500A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578060EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644578060Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H2500PR122/P-LSIIn=2500A4pWMP
E3H 2500 PR122/P-LSI In=2500A 4p W MP

Extended Product Type E3H2500PR122/P-LSIIn=2500A4pWMP

Product ID 1SDA056492R1

EAN 8015644578329

Catalog Description E3H 2500 PR122/P-LSI In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 2500A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578329EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578329Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LIIn=3200A3pFHR
E3H 3200 PR121/P-LI In=3200A 3p F HR

Extended Product Type E3H3200PR121/P-LIIn=3200A3pFHR

Product ID 1SDA056496R1

EAN 8015644578367

Catalog Description E3H 3200 PR121/P-LI In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578367EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578367Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIRcIn=3200A3pFHR
E3H 3200 PR122/P-LSIRc In=3200A 3p F HR

Extended Product Type E3H3200PR122/P-LSIRcIn=3200A3pFHR
Product ID 1SDA058729R1
EAN 8015644610753
Catalog Description E3H 3200 PR122/P-LSIRc In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIRc R3200 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644610753EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRcRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIRcIn=3200A3pWMP
E3H 3200 PR122/P-LSIRc In=3200A 3p W MP

Extended Product Type E3H3200PR122/P-LSIRcIn=3200A3pWMP

Product ID 1SDA058733R1

EAN 8015644610791

Catalog Description E3H 3200 PR122/P-LSIRc In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIRc R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644610791EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRcRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR123/P-LSIGIn=3200A4pFHR
E3H 3200 PR123/P-LSIG In=3200A 4p F HR

Extended Product Type E3H3200PR123/P-LSIGIn=3200A4pFHR
Product ID 1SDA056511R1
EAN 8015644578510
Catalog Description E3H 3200 PR123/P-LSIG In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R3200 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578510EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644578510Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR123/P-LSIGIn=3200A3pWMP
E3H 3200 PR123/P-LSIG In=3200A 3p W MP

Extended Product Type E3H3200PR123/P-LSIGIn=3200A3pWMP

Product ID 1SDA056519R1

EAN 8015644578596

Catalog Description E3H 3200 PR123/P-LSIG In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578596EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644578596Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIIn=3200A3pWMP
E3H 3200 PR122/P-LSI In=3200A 3p W MP

Extended Product Type E3H3200PR122/P-LSIIn=3200A3pWMP

Product ID 1SDA056516R1

EAN 8015644578565

Catalog Description E3H 3200 PR122/P-LSI In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578565EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644578565Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LIIn=3200A3pWMP
E3H 3200 PR121/P-LI In=3200A 3p W MP

Extended Product Type E3H3200PR121/P-LIIn=3200A3pWMP
Product ID 1SDA056512R1
EAN 8015644578527
Catalog Description E3H 3200 PR121/P-LI In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578527EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644578527Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
QObject Classification Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LIIn=3200A3pWMP
E3H 3200 PR122/P-LI In=3200A 3p W MP

Extended Product Type E3H3200PR122/P-LIIn=3200A3pWMP
Product ID 1SDA056515R1
EAN 8015644578558
Catalog Description E3H 3200 PR122/P-LI In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578558EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644578558Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
QObject Classification Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIGIn=3200A3pWMP
E3H 3200 PR122/P-LSIG In=3200A 3p W MP

Extended Product Type E3H3200PR122/P-LSIGIn=3200A3pWMP
Product ID 1SDA056517R1
EAN 8015644578572
Catalog Description E3H 3200 PR122/P-LSIG In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A THRE-POLE
OVERCURRENT RELEASE PR122/P-LSIG R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578572EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644578572Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LSIIn=3200A3pWMP
E3H 3200 PR121/P-LSI In=3200A 3p W MP

Extended Product Type E3H3200PR121/P-LSIIn=3200A3pWMP
Product ID 1SDA056513R1
EAN 8015644578534
Catalog Description E3H 3200 PR121/P-LSI In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578534EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644578534Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LSIGIn=3200A3pWMP
E3H 3200 PR121/P-LSIG In=3200A 3p W MP

Extended Product Type E3H3200PR121/P-LSIGIn=3200A3pWMP
Product ID 1SDA056514R1
EAN 8015644578541
Catalog Description E3H 3200 PR121/P-LSIG In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A THRE-POLE
OVERCURRENT RELEASE PR121/P-LSIG R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578541EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644578541Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LIIn=3200A4pFHR
E3H 3200 PR122/P-LI In=3200A 4p F HR

Extended Product Type E3H3200PR122/P-LIIn=3200A4pFHR

Product ID 1SDA056507R1

EAN 8015644578473

Catalog Description E3H 3200 PR122/P-LI In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578473EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644578473Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR123/P-LSIGIn=3200A3pFHR
E3H 3200 PR123/P-LSIG In=3200A 3p F HR

Extended Product Type E3H3200PR123/P-LSIGIn=3200A3pFHR

Product ID 1SDA056503R1

EAN 8015644578435

Catalog Description E3H 3200 PR123/P-LSIG In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578435EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578435Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIGIn=3200A4pFHR
E3H 3200 PR122/P-LSIG In=3200A 4p F HR

Extended Product Type E3H3200PR122/P-LSIGIn=3200A4pFHR

Product ID 1SDA056509R1

EAN 8015644578497

Catalog Description E3H 3200 PR122/P-LSIG In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578497EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644578497Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LSIIn=3200A4pFHR
E3H 3200 PR121/P-LSI In=3200A 4p F HR

Extended Product Type E3H3200PR121/P-LSIIn=3200A4pFHR
Product ID 1SDA056505R1
EAN 8015644578459
Catalog Description E3H 3200 PR121/P-LSI In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R3200 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578459EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644578459Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIGIn=3200A3pFHR
E3H 3200 PR122/P-LSIG In=3200A 3p F HR

Extended Product Type E3H3200PR122/P-LSIGIn=3200A3pFHR

Product ID 1SDA056501R1

EAN 8015644578411

Catalog Description E3H 3200 PR122/P-LSIG In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578411EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578411Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LSIGIn=3200A4pFHR
E3H 3200 PR121/P-LSIG In=3200A 4p F HR

Extended Product Type E3H3200PR121/P-LSIGIn=3200A4pFHR

Product ID 1SDA056506R1

EAN 8015644578466

Catalog Description E3H 3200 PR121/P-LSIG In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578466EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644578466Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIIn=3200A4pFHR
E3H 3200 PR122/P-LSI In=3200A 4p F HR

Extended Product Type E3H3200PR122/P-LSIIn=3200A4pFHR

Product ID 1SDA056508R1

EAN 8015644578480

Catalog Description E3H 3200 PR122/P-LSI In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578480EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644578480Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LIIn=3200A4pFHR
E3H 3200 PR121/P-LI In=3200A 4p F HR

Extended Product Type E3H3200PR121/P-LIIn=3200A4pFHR
Product ID 1SDA056504R1
EAN 8015644578442
Catalog Description E3H 3200 PR121/P-LI In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A FOUR-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R3200 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578442EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644578442Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIIn=3200A3pFHR
E3H 3200 PR122/P-LSI In=3200A 3p F HR

Extended Product Type E3H3200PR122/P-LSIIn=3200A3pFHR
Product ID 1SDA056500R1
EAN 8015644578404
Catalog Description E3H 3200 PR122/P-LSI In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R3200 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578404EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644578404Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LSIIn=3200A4pWMP
E3H 3200 PR121/P-LSI In=3200A 4p W MP

Extended Product Type E3H3200PR121/P-LSIIn=3200A4pWMP

Product ID 1SDA056521R1

EAN 8015644578619

Catalog Description E3H 3200 PR121/P-LSI In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578619EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578619Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LSIGIn=3200A4pWMP
E3H 3200 PR121/P-LSIG In=3200A 4p W MP

Extended Product Type E3H3200PR121/P-LSIGIn=3200A4pWMP
Product ID 1SDA056522R1
EAN 8015644578626
Catalog Description E3H 3200 PR121/P-LSIG In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A FOUR-POLE
OVERCURRENT RELEASE PR121/P-LSIG R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578626EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644578626Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIGIn=3200A4pWMP
E3H 3200 PR122/P-LSIG In=3200A 4p W MP

Extended Product Type E3H3200PR122/P-LSIGIn=3200A4pWMP
Product ID 1SDA056525R1
EAN 8015644578657
Catalog Description E3H 3200 PR122/P-LSIG In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A FOUR-POLE
OVERCURRENT RELEASE PR122/P-LSIG R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578657EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644578657Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR123/P-LSIGIn=3200A4pWMP
E3H 3200 PR123/P-LSIG In=3200A 4p W MP

Extended Product Type E3H3200PR123/P-LSIGIn=3200A4pWMP
Product ID 1SDA056527R1
EAN 8015644578671
Catalog Description E3H 3200 PR123/P-LSIG In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A FOUR-POLE
OVERCURRENT RELEASE PR123/P-LSIG R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578671EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644578671Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LIIn=3200A4pWMP
E3H 3200 PR121/P-LI In=3200A 4p W MP

Extended Product Type E3H3200PR121/P-LIIn=3200A4pWMP
Product ID 1SDA056520R1
EAN 8015644578602
Catalog Description E3H 3200 PR121/P-LI In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578602EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644578602Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
QObject Classification Code

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LSIIn=3200A4pWMP
E3H 3200 PR122/P-LSI In=3200A 4p W MP

Extended Product Type E3H3200PR122/P-LSIIn=3200A4pWMP

Product ID 1SDA056524R1

EAN 8015644578640

Catalog Description E3H 3200 PR122/P-LSI In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578640EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578640Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LIIn=3200A4pWMP
E3H 3200 PR122/P-LI In=3200A 4p W MP

Extended Product Type E3H3200PR122/P-LIIn=3200A4pWMP

Product ID 1SDA056523R1

EAN 8015644578633

Catalog Description E3H 3200 PR122/P-LI In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3H 3200A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578633EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644578633Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
QObject Classification

Code

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR122/P-LIIn=3200A3pFHR
E3H 3200 PR122/P-LI In=3200A 3p F HR

Extended Product Type E3H3200PR122/P-LIIn=3200A3pFHR
Product ID 1SDA056499R1
EAN 8015644578398
Catalog Description E3H 3200 PR122/P-LI In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A THRE-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R3200 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578398EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644578398Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 85 kA  
(230 V AC) 85 kA  
(380 V AC) 85 kA  
(400 V AC) 85 kA  
(415 V AC) 85 kA  
(440 V AC) 85 kA  
(500 V AC) 85 kA  
(660 V AC) 85 kA  
(690 V AC) 85 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA  
(230 V AC) 100 kA  
(380 V AC) 100 kA  



(400 V AC) 100 kA  
(415 V AC) 100 kA  
(440 V AC) 100 kA  
(500 V AC) 100 kA  

(660 V AC) 85 kA  
(690 V AC) 85 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type
HShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LSIGIn=3200A3pFHR
E3H 3200 PR121/P-LSIG In=3200A 3p F HR

Extended Product Type E3H3200PR121/P-LSIGIn=3200A3pFHR

Product ID 1SDA056498R1

EAN 8015644578381

Catalog Description E3H 3200 PR121/P-LSIG In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578381EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578381Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3H3200PR121/P-LSIIn=3200A3pFHR
E3H 3200 PR121/P-LSI In=3200A 3p F HR

Extended Product Type E3H3200PR121/P-LSIIn=3200A3pFHR

Product ID 1SDA056497R1

EAN 8015644578374

Catalog Description E3H 3200 PR121/P-LSI In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3H 3200A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644578374EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644578374Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 85 kA 
(230 V AC) 85 kA 
(380 V AC) 85 kA 
(400 V AC) 85 kA 
(415 V AC) 85 kA 
(440 V AC) 85 kA 
(500 V AC) 85 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 85 kA 
(690 V AC) 85 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 100 kA 
(230 V AC) 100 kA 
(380 V AC) 100 kA 
(400 V AC) 100 kA 
(415 V AC) 100 kA 
(440 V AC) 100 kA 
(500 V AC) 100 kA 

(660 V AC) 85 kA 
(690 V AC) 85 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

HShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



эл.почта: ahk@nt-rt.ru || cайт: https://abbswitch.nt-rt.ru 

По вопросам продаж и поддержки обращайтесь:

Тольятти (8482)63-91-07

Томск (3822)98-41-53

Тула (4872)33-79-87

Тюмень (3452)66-21-18

Ульяновск (8422)24-23-59

Улан-Удэ (3012)59-97-51

Уфа (347)229-48-12

Хабаровск (4212)92-98-04

Чебоксары (8352)28-53-07

Челябинск (351)202-03-61

Череповец (8202)49-02-64

Чита (3022)38-34-83

Якутск (4112)23-90-97

Ярославль (4852)69-52-93

Ростов-на-Дону (863)308-18-15 

Рязань (4912)46-61-64 

Самара (846)206-03-16 

Санкт-Петербург (812)309-46-40 

Саратов (845)249-38-78 

Севастополь (8692)22-31-93 

Саранск (8342)22-96-24 

Симферополь (3652)67-13-56 

Смоленск (4812)29-41-54 

Сочи (862)225-72-31 

Ставрополь (8652)20-65-13 

Сургут (3462)77-98-35 

Сыктывкар (8212)25-95-17 

Тамбов (4752)50-40-97 

Тверь (4822)63-31-35

Алматы (727)345-47-04
Ангарск (3955)60-70-56 

Архангельск (8182)63-90-72 

Астрахань (8512)99-46-04 

Барнаул (3852)73-04-60 

Белгород (4722)40-23-64 

Благовещенск (4162)22-76-07 

Брянск (4832)59-03-52 

Владивосток (423)249-28-31 

Владикавказ (8672)28-90-48 

Владимир (4922)49-43-18 

Волгоград (844)278-03-48 

Вологда (8172)26-41-59 

Воронеж (473)204-51-73 

Екатеринбург (343)384-55-89 

Россия +7(495)268-04-70  

Магнитогорск (3519)55-03-13 

Москва (495)268-04-70 

Мурманск (8152)59-64-93 

Набережные Челны (8552)20-53-41 

Нижний Новгород (831)429-08-12 

Новокузнецк (3843)20-46-81 

Ноябрьск (3496)41-32-12 

Новосибирск (383)227-86-73 

Омск (3812)21-46-40 

Орел (4862)44-53-42 

Оренбург (3532)37-68-04 

Пенза (8412)22-31-16 

Петрозаводск (8142)55-98-37 

Псков (8112)59-10-37 

Пермь (342)205-81-47 

Беларусь +375-257-127-884

Иваново (4932)77-34-06 

Ижевск (3412)26-03-58 

Иркутск (395)279-98-46 

Казань (843)206-01-48 

Калининград (4012)72-03-81 

Калуга (4842)92-23-67 

Кемерово (3842)65-04-62 

Киров (8332)68-02-04 

Коломна (4966)23-41-49 

Кострома (4942)77-07-48 

Краснодар (861)203-40-90 

Красноярск (391)204-63-61 

Курск (4712)77-13-04 

Курган (3522)50-90-47 

Липецк (4742)52-20-81 

Казахстан +7(727)345-47-04 Киргизия +996(312)96-26-47  Узбекистан +998(71)205-18-59 
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