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PRODUCT-DETAILS

E3S/MS10004pFHRnew
E3S/MS 1000 4p F HR new

Extended Product Type E3S/MS10004pFHRnew

Product ID 1SDA059427R1

EAN 8015644617882

Catalog Description E3S/MS 1000 4p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1000A FOUR-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617882EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

12000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1000 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS10004pWMPnew
E3S/MS 1000 4p W MP new

Extended Product Type E3S/MS10004pWMPnew
Product ID 1SDA059428R1
EAN 8015644617899
Catalog Description E3S/MS 1000 4p W MP new

Long Description SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS
1000A FOUR-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering



8015644617899EAN
1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

12000 cycle  
20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type
1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V AC  
250 V DC

Rated Operational Voltage

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1000 ARated Uninterrupted
Current (Iu)

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals



PRODUCT-DETAILS

E3S/MS10003pWMPnew
E3S/MS 1000 3p W MP new

Extended Product Type E3S/MS10003pWMPnew

Product ID 1SDA059426R1

EAN 8015644617875

Catalog Description E3S/MS 1000 3p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1000A

THREE-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617875EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

12000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1000 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS10003pFHRnew
E3S/MS 1000 3p F HR new

Extended Product Type E3S/MS10003pFHRnew
Product ID 1SDA059425R1
EAN 8015644617868
Catalog Description E3S/MS 1000 3p F HR new

Long Description SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1000A THREE-POLE
FIXED WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering



8015644617868EAN
1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

12000 cycle  
20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Switch DisconnectorProduct Name
Switch-disconnectorProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V AC  
250 V DC

Rated Operational Voltage

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1000 ARated Uninterrupted
Current (Iu)

ELRelease Type
SShort-Circuit Performance

Level
IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals



PRODUCT-DETAILS

E3S/MS25003pWMPnew
E3S/MS 2500 3p W MP new

Extended Product Type E3S/MS25003pWMPnew

Product ID 1SDA058989R1

EAN 8015644613488

Catalog Description E3S/MS 2500 3p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 2500A

THREE-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613488EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

8000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

2500 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS16004pWMPnew
E3S/MS 1600 4p W MP new

Extended Product Type E3S/MS16004pWMPnew

Product ID 1SDA058984R1

EAN 8015644613433

Catalog Description E3S/MS 1600 4p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1600A

FOUR-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613433EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

10000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1600 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS20004pWMPnew
E3S/MS 2000 4p W MP new

Extended Product Type E3S/MS20004pWMPnew

Product ID 1SDA058986R1

EAN 8015644613457

Catalog Description E3S/MS 2000 4p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 2000A

FOUR-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613457EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

9000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

2000 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS16003pWMPnew
E3S/MS 1600 3p W MP new

Extended Product Type E3S/MS16003pWMPnew
Product ID 1SDA058983R1
EAN 8015644613426
Catalog Description E3S/MS 1600 3p W MP new

Long Description SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS
1600A THREE-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering



8015644613426EAN
1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

10000 cycle  
20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type
1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V AC  
250 V DC

Rated Operational Voltage

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1600 ARated Uninterrupted
Current (Iu)

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals



PRODUCT-DETAILS

E3S/MS32004pFHRnew
E3S/MS 3200 4p F HR new

Extended Product Type E3S/MS32004pFHRnew
Product ID 1SDA058980R1
EAN 8015644613396
Catalog Description E3S/MS 3200 4p F HR new

Long Description SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 3200A FOUR-POLE
FIXED WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering



8015644613396EAN
1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

6000 cycle  
20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Switch DisconnectorProduct Name
Switch-disconnectorProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V AC  
250 V DC

Rated Operational Voltage

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

3200 ARated Uninterrupted
Current (Iu)

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals



PRODUCT-DETAILS

E3S/MS12503pWMPnew
E3S/MS 1250 3p W MP new

Extended Product Type E3S/MS12503pWMPnew

Product ID 1SDA058981R1

EAN 8015644613402

Catalog Description E3S/MS 1250 3p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1250A

THREE-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613402EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

12000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1250 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS12504pWMPnew
E3S/MS 1250 4p W MP new

Extended Product Type E3S/MS12504pWMPnew

Product ID 1SDA058982R1

EAN 8015644613419

Catalog Description E3S/MS 1250 4p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1250A

FOUR-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613419EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

12000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1250 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS32003pWMPnew
E3S/MS 3200 3p W MP new

Extended Product Type E3S/MS32003pWMPnew

Product ID 1SDA058993R1

EAN 8015644613525

Catalog Description E3S/MS 3200 3p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 3200A

THREE-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613525EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

6000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

3200 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS32004pWMPnew
E3S/MS 3200 4p W MP new

Extended Product Type E3S/MS32004pWMPnew

Product ID 1SDA058994R1

EAN 8015644613532

Catalog Description E3S/MS 3200 4p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 3200A

FOUR-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613532EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

6000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

3200 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS25004pWMPnew
E3S/MS 2500 4p W MP new

Extended Product Type E3S/MS25004pWMPnew

Product ID 1SDA058990R1

EAN 8015644613495

Catalog Description E3S/MS 2500 4p W MP new

Long Description
SACE EMAX MOVING PART FOR C.BREAKER SWITCH-DISCONNECTOR E3S/MS 2500A

FOUR-POLE NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613495EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

8000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

2500 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS16004pFHRnew
E3S/MS 1600 4p F HR new

Extended Product Type E3S/MS16004pFHRnew

Product ID 1SDA058970R1

EAN 8015644613297

Catalog Description E3S/MS 1600 4p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1600A FOUR-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613297EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

10000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1600 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS20003pFHRnew
E3S/MS 2000 3p F HR new

Extended Product Type E3S/MS20003pFHRnew

Product ID 1SDA058971R1

EAN 8015644613303

Catalog Description E3S/MS 2000 3p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 2000A THREE-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613303EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

9000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

2000 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS32003pFHRnew
E3S/MS 3200 3p F HR new

Extended Product Type E3S/MS32003pFHRnew

Product ID 1SDA058979R1

EAN 8015644613389

Catalog Description E3S/MS 3200 3p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 3200A THREE-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613389EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

6000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

3200 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS25003pFHRnew
E3S/MS 2500 3p F HR new

Extended Product Type E3S/MS25003pFHRnew

Product ID 1SDA058975R1

EAN 8015644613341

Catalog Description E3S/MS 2500 3p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 2500A THREE-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613341EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

8000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

2500 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS25004pFHRnew
E3S/MS 2500 4p F HR new

Extended Product Type E3S/MS25004pFHRnew

Product ID 1SDA058976R1

EAN 8015644613358

Catalog Description E3S/MS 2500 4p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 2500A FOUR-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613358EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

8000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

2500 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS20004pFHRnew
E3S/MS 2000 4p F HR new

Extended Product Type E3S/MS20004pFHRnew

Product ID 1SDA058972R1

EAN 8015644613310

Catalog Description E3S/MS 2000 4p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 2000A FOUR-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613310EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

9000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

2000 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS12503pFHRnew
E3S/MS 1250 3p F HR new

Extended Product Type E3S/MS12503pFHRnew

Product ID 1SDA058967R1

EAN 8015644613266

Catalog Description E3S/MS 1250 3p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1250A THREE-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613266EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

12000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1250 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S/MS16003pFHRnew
E3S/MS 1600 3p F HR new

Extended Product Type E3S/MS16003pFHRnew
Product ID 1SDA058969R1
EAN 8015644613280
Catalog Description E3S/MS 1600 3p F HR new

Long Description SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1600A THREE-POLE
FIXED WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status

Ordering



8015644613280EAN
1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

10000 cycle  
20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Switch DisconnectorProduct Name
Switch-disconnectorProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V AC  
250 V DC

Rated Operational Voltage

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1600 ARated Uninterrupted
Current (Iu)

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals



PRODUCT-DETAILS

E3S/MS12504pFHRnew
E3S/MS 1250 4p F HR new

Extended Product Type E3S/MS12504pFHRnew

Product ID 1SDA058968R1

EAN 8015644613273

Catalog Description E3S/MS 1250 4p F HR new

Long Description
SACE EMAX C.BREAKER SWITCH-DISCONNECTOR E3S/MS 1250A FOUR-POLE FIXED

WITH TERMINALES REAR HORIZONTAL NEW

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644613273EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

12000 cycle 
20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Switch DisconnectorProduct Name

Switch-disconnectorProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V AC 
250 V DC

Rated Operational
Voltage

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

1250 ARated Uninterrupted
Current (Iu)

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S1000PR123/P-LSIGIn=1000A4pFHR
E3S 1000 PR123/P-LSIG In=1000A 4p F HR

Extended Product Type E3S1000PR123/P-LSIGIn=1000A4pFHR

Product ID 1SDA059419R1

EAN 8015644617806

Catalog Description E3S 1000 PR123/P-LSIG In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617806EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LSIIn=1000A3pWMP
E3S 1000 PR122/P-LSI In=1000A 3p W MP

Extended Product Type E3S1000PR122/P-LSIIn=1000A3pWMP

Product ID 1SDA059402R1

EAN 8015644617639

Catalog Description E3S 1000 PR122/P-LSI In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617639EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LSIIn=1000A3pFHR
E3S 1000 PR122/P-LSI In=1000A 3p F HR

Extended Product Type E3S1000PR122/P-LSIIn=1000A3pFHR

Product ID 1SDA059401R1

EAN 8015644617622

Catalog Description E3S 1000 PR122/P-LSI In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617622EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LSIGIn=1000A4pWMP
E3S 1000 PR122/P-LSIG In=1000A 4p W MP

Extended Product Type E3S1000PR122/P-LSIGIn=1000A4pWMP

Product ID 1SDA059408R1

EAN 8015644617691

Catalog Description E3S 1000 PR122/P-LSIG In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617691EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LIIn=1000A4pWMP
E3S 1000 PR122/P-LI In=1000A 4p W MP

Extended Product Type E3S1000PR122/P-LIIn=1000A4pWMP
Product ID 1SDA059400R1
EAN 8015644617615
Catalog Description E3S 1000 PR122/P-LI In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617615EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LSIGIn=1000A3pFHR
E3S 1000 PR122/P-LSIG In=1000A 3p F HR

Extended Product Type E3S1000PR122/P-LSIGIn=1000A3pFHR
Product ID 1SDA059405R1
EAN 8015644617660
Catalog Description E3S 1000 PR122/P-LSIG In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617660EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LSIIn=1000A4pFHR
E3S 1000 PR122/P-LSI In=1000A 4p F HR

Extended Product Type E3S1000PR122/P-LSIIn=1000A4pFHR
Product ID 1SDA059403R1
EAN 8015644617646
Catalog Description E3S 1000 PR122/P-LSI In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617646EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LSIIn=1000A4pWMP
E3S 1000 PR122/P-LSI In=1000A 4p W MP

Extended Product Type E3S1000PR122/P-LSIIn=1000A4pWMP

Product ID 1SDA059404R1

EAN 8015644617653

Catalog Description E3S 1000 PR122/P-LSI In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617653EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LIIn=1000A4pFHR
E3S 1000 PR122/P-LI In=1000A 4p F HR

Extended Product Type E3S1000PR122/P-LIIn=1000A4pFHR

Product ID 1SDA059399R1

EAN 8015644617608

Catalog Description E3S 1000 PR122/P-LI In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617608EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LSIGIn=1000A4pWMP
E3S 1000 PR121/P-LSIG In=1000A 4p W MP

Extended Product Type E3S1000PR121/P-LSIGIn=1000A4pWMP

Product ID 1SDA059396R1

EAN 8015644617578

Catalog Description E3S 1000 PR121/P-LSIG In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617578EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LSIIn=1000A4pWMP
E3S 1000 PR121/P-LSI In=1000A 4p W MP

Extended Product Type E3S1000PR121/P-LSIIn=1000A4pWMP

Product ID 1SDA059392R1

EAN 8015644617530

Catalog Description E3S 1000 PR121/P-LSI In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R1000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617530EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LIIn=1000A3pFHR
E3S 1000 PR122/P-LI In=1000A 3p F HR

Extended Product Type E3S1000PR122/P-LIIn=1000A3pFHR
Product ID 1SDA059397R1
EAN 8015644617585
Catalog Description E3S 1000 PR122/P-LI In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A THRE-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1000 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617585EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LIIn=1000A3pWMP
E3S 1000 PR122/P-LI In=1000A 3p W MP

Extended Product Type E3S1000PR122/P-LIIn=1000A3pWMP
Product ID 1SDA059398R1
EAN 8015644617592
Catalog Description E3S 1000 PR122/P-LI In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617592EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LSIGIn=1000A3pFHR
E3S 1000 PR121/P-LSIG In=1000A 3p F HR

Extended Product Type E3S1000PR121/P-LSIGIn=1000A3pFHR

Product ID 1SDA059393R1

EAN 8015644617547

Catalog Description E3S 1000 PR121/P-LSIG In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617547EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LSIIn=1000A3pWMP
E3S 1000 PR121/P-LSI In=1000A 3p W MP

Extended Product Type E3S1000PR121/P-LSIIn=1000A3pWMP
Product ID 1SDA059390R1
EAN 8015644617516
Catalog Description E3S 1000 PR121/P-LSI In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617516EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LSIGIn=1000A4pFHR
E3S 1000 PR122/P-LSIG In=1000A 4p F HR

Extended Product Type E3S1000PR122/P-LSIGIn=1000A4pFHR
Product ID 1SDA059407R1
EAN 8015644617684
Catalog Description E3S 1000 PR122/P-LSIG In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617684EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR122/P-LSIGIn=1000A3pWMP
E3S 1000 PR122/P-LSIG In=1000A 3p W MP

Extended Product Type E3S1000PR122/P-LSIGIn=1000A3pWMP
Product ID 1SDA059406R1
EAN 8015644617677
Catalog Description E3S 1000 PR122/P-LSIG In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A THRE-POLE
OVERCURRENT RELEASE PR122/P-LSIG R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617677EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LSIGIn=1000A3pWMP
E3S 1000 PR121/P-LSIG In=1000A 3p W MP

Extended Product Type E3S1000PR121/P-LSIGIn=1000A3pWMP

Product ID 1SDA059394R1

EAN 8015644617554

Catalog Description E3S 1000 PR121/P-LSIG In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617554EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LSIGIn=1000A4pFHR
E3S 1000 PR121/P-LSIG In=1000A 4p F HR

Extended Product Type E3S1000PR121/P-LSIGIn=1000A4pFHR

Product ID 1SDA059395R1

EAN 8015644617561

Catalog Description E3S 1000 PR121/P-LSIG In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617561EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LSIIn=1000A4pFHR
E3S 1000 PR121/P-LSI In=1000A 4p F HR

Extended Product Type E3S1000PR121/P-LSIIn=1000A4pFHR

Product ID 1SDA059391R1

EAN 8015644617523

Catalog Description E3S 1000 PR121/P-LSI In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617523EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LIIn=1000A4pWMP
E3S 1000 PR121/P-LI In=1000A 4p W MP

Extended Product Type E3S1000PR121/P-LIIn=1000A4pWMP
Product ID 1SDA059388R1
EAN 8015644617493
Catalog Description E3S 1000 PR121/P-LI In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617493EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
57.6 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
QObject Classification Code

39120000UNSPSC
4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LIIn=1000A3pFHR
E3S 1000 PR121/P-LI In=1000A 3p F HR

Extended Product Type E3S1000PR121/P-LIIn=1000A3pFHR

Product ID 1SDA059385R1

EAN 8015644617462

Catalog Description E3S 1000 PR121/P-LI In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617462EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LSIIn=1000A3pFHR
E3S 1000 PR121/P-LSI In=1000A 3p F HR

Extended Product Type E3S1000PR121/P-LSIIn=1000A3pFHR

Product ID 1SDA059389R1

EAN 8015644617509

Catalog Description E3S 1000 PR121/P-LSI In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617509EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR121/P-LIIn=1000A4pFHR
E3S 1000 PR121/P-LI In=1000A 4p F HR

Extended Product Type E3S1000PR121/P-LIIn=1000A4pFHR

Product ID 1SDA059387R1

EAN 8015644617486

Catalog Description E3S 1000 PR121/P-LI In=1000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617486EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

38.4 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



PRODUCT-DETAILS

E3S1000PR123/P-LSIGIn=1000A4pWMP
E3S 1000 PR123/P-LSIG In=1000A 4p W MP

Extended Product Type E3S1000PR123/P-LSIGIn=1000A4pWMP

Product ID 1SDA059420R1

EAN 8015644617813

Catalog Description E3S 1000 PR123/P-LSIG In=1000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617813EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR123/P-LSIGIn=1000A3pWMP
E3S 1000 PR123/P-LSIG In=1000A 3p W MP

Extended Product Type E3S1000PR123/P-LSIGIn=1000A3pWMP

Product ID 1SDA059418R1

EAN 8015644617790

Catalog Description E3S 1000 PR123/P-LSIG In=1000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1000A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617790EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

57.6 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1000PR123/P-LSIGIn=1000A3pFHR
E3S 1000 PR123/P-LSIG In=1000A 3p F HR

Extended Product Type E3S1000PR123/P-LSIGIn=1000A3pFHR
Product ID 1SDA059417R1
EAN 8015644617783
Catalog Description E3S 1000 PR123/P-LSIG In=1000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1000A THREE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644617783EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644609139Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
38.4 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LSIIn=1250A3pFHR
E3S 1250 PR122/P-LSI In=1250A 3p F HR

Extended Product Type E3S1250PR122/P-LSIIn=1250A3pFHR

Product ID 1SDA056180R1

EAN 8015644575205

Catalog Description E3S 1250 PR122/P-LSI In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575205EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575205Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR123/P-LSIGIn=1250A3pWMP
E3S 1250 PR123/P-LSIG In=1250A 3p W MP

Extended Product Type E3S1250PR123/P-LSIGIn=1250A3pWMP
Product ID 1SDA056199R1
EAN 8015644575397
Catalog Description E3S 1250 PR123/P-LSIG In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575397EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575397Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LSIIn=1250A3pWMP
E3S 1250 PR121/P-LSI In=1250A 3p W MP

Extended Product Type E3S1250PR121/P-LSIIn=1250A3pWMP
Product ID 1SDA056193R1
EAN 8015644575335
Catalog Description E3S 1250 PR121/P-LSI In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575335EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575335Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LSIIn=1250A3pWMP
E3S 1250 PR122/P-LSI In=1250A 3p W MP

Extended Product Type E3S1250PR122/P-LSIIn=1250A3pWMP
Product ID 1SDA056196R1
EAN 8015644575366
Catalog Description E3S 1250 PR122/P-LSI In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575366EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575366Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LSIGIn=1250A3pWMP
E3S 1250 PR122/P-LSIG In=1250A 3p W MP

Extended Product Type E3S1250PR122/P-LSIGIn=1250A3pWMP
Product ID 1SDA056197R1
EAN 8015644575373
Catalog Description E3S 1250 PR122/P-LSIG In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A THRE-POLE
OVERCURRENT RELEASE PR122/P-LSIG R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575373EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575373Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LSIGIn=1250A3pWMP
E3S 1250 PR121/P-LSIG In=1250A 3p W MP

Extended Product Type E3S1250PR121/P-LSIGIn=1250A3pWMP
Product ID 1SDA056194R1
EAN 8015644575342
Catalog Description E3S 1250 PR121/P-LSIG In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A THRE-POLE
OVERCURRENT RELEASE PR121/P-LSIG R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575342EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575342Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR123/P-LSIGIn=1250A4pFHR
E3S 1250 PR123/P-LSIG In=1250A 4p F HR

Extended Product Type E3S1250PR123/P-LSIGIn=1250A4pFHR

Product ID 1SDA056191R1

EAN 8015644575311

Catalog Description E3S 1250 PR123/P-LSIG In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575311EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575311Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LIIn=1250A3pWMP
E3S 1250 PR122/P-LI In=1250A 3p W MP

Extended Product Type E3S1250PR122/P-LIIn=1250A3pWMP

Product ID 1SDA056195R1

EAN 8015644575359

Catalog Description E3S 1250 PR122/P-LI In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575359EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575359Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LIIn=1250A3pWMP
E3S 1250 PR121/P-LI In=1250A 3p W MP

Extended Product Type E3S1250PR121/P-LIIn=1250A3pWMP
Product ID 1SDA056192R1
EAN 8015644575328
Catalog Description E3S 1250 PR121/P-LI In=1250A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575328EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575328Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LSIIn=1250A3pFHR
E3S 1250 PR121/P-LSI In=1250A 3p F HR

Extended Product Type E3S1250PR121/P-LSIIn=1250A3pFHR

Product ID 1SDA056177R1

EAN 8015644575175

Catalog Description E3S 1250 PR121/P-LSI In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575175EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575175Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LIIn=1250A3pFHR
E3S 1250 PR122/P-LI In=1250A 3p F HR

Extended Product Type E3S1250PR122/P-LIIn=1250A3pFHR

Product ID 1SDA056179R1

EAN 8015644575199

Catalog Description E3S 1250 PR122/P-LI In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575199EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575199Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LIIn=1250A3pFHR
E3S 1250 PR121/P-LI In=1250A 3p F HR

Extended Product Type E3S1250PR121/P-LIIn=1250A3pFHR

Product ID 1SDA056176R1

EAN 8015644575168

Catalog Description E3S 1250 PR121/P-LI In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575168EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575168Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LSIIn=1250A4pWMP
E3S 1250 PR122/P-LSI In=1250A 4p W MP

Extended Product Type E3S1250PR122/P-LSIIn=1250A4pWMP

Product ID 1SDA056204R1

EAN 8015644575441

Catalog Description E3S 1250 PR122/P-LSI In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575441EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575441Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LSIIn=1250A4pWMP
E3S 1250 PR121/P-LSI In=1250A 4p W MP

Extended Product Type E3S1250PR121/P-LSIIn=1250A4pWMP

Product ID 1SDA056201R1

EAN 8015644575410

Catalog Description E3S 1250 PR121/P-LSI In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575410EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575410Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR123/P-LSIGIn=1250A4pWMP
E3S 1250 PR123/P-LSIG In=1250A 4p W MP

Extended Product Type E3S1250PR123/P-LSIGIn=1250A4pWMP

Product ID 1SDA056207R1

EAN 8015644575472

Catalog Description E3S 1250 PR123/P-LSIG In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575472EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575472Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LSIGIn=1250A4pWMP
E3S 1250 PR121/P-LSIG In=1250A 4p W MP

Extended Product Type E3S1250PR121/P-LSIGIn=1250A4pWMP

Product ID 1SDA056202R1

EAN 8015644575427

Catalog Description E3S 1250 PR121/P-LSIG In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSIG R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575427EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575427Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LSIGIn=1250A4pWMP
E3S 1250 PR122/P-LSIG In=1250A 4p W MP

Extended Product Type E3S1250PR122/P-LSIGIn=1250A4pWMP

Product ID 1SDA056205R1

EAN 8015644575458

Catalog Description E3S 1250 PR122/P-LSIG In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSIG R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575458EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575458Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LIIn=1250A4pWMP
E3S 1250 PR121/P-LI In=1250A 4p W MP

Extended Product Type E3S1250PR121/P-LIIn=1250A4pWMP
Product ID 1SDA056200R1
EAN 8015644575403
Catalog Description E3S 1250 PR121/P-LI In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R1250 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575403EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644575403Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle  
Ue = 500 ... 690 V 12000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
90 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LIIn=1250A4pWMP
E3S 1250 PR122/P-LI In=1250A 4p W MP

Extended Product Type E3S1250PR122/P-LIIn=1250A4pWMP

Product ID 1SDA056203R1

EAN 8015644575434

Catalog Description E3S 1250 PR122/P-LI In=1250A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1250A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R1250 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575434EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575434Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

90 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LSIIn=1250A4pFHR
E3S 1250 PR122/P-LSI In=1250A 4p F HR

Extended Product Type E3S1250PR122/P-LSIIn=1250A4pFHR

Product ID 1SDA056188R1

EAN 8015644575281

Catalog Description E3S 1250 PR122/P-LSI In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575281EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575281Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR123/P-LSIGIn=1250A3pFHR
E3S 1250 PR123/P-LSIG In=1250A 3p F HR

Extended Product Type E3S1250PR123/P-LSIGIn=1250A3pFHR

Product ID 1SDA056183R1

EAN 8015644575236

Catalog Description E3S 1250 PR123/P-LSIG In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575236EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575236Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LSIGIn=1250A4pFHR
E3S 1250 PR121/P-LSIG In=1250A 4p F HR

Extended Product Type E3S1250PR121/P-LSIGIn=1250A4pFHR

Product ID 1SDA056186R1

EAN 8015644575267

Catalog Description E3S 1250 PR121/P-LSIG In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575267EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575267Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LIIn=1250A4pFHR
E3S 1250 PR122/P-LI In=1250A 4p F HR

Extended Product Type E3S1250PR122/P-LIIn=1250A4pFHR

Product ID 1SDA056187R1

EAN 8015644575274

Catalog Description E3S 1250 PR122/P-LI In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575274EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575274Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LIIn=1250A4pFHR
E3S 1250 PR121/P-LI In=1250A 4p F HR

Extended Product Type E3S1250PR121/P-LIIn=1250A4pFHR

Product ID 1SDA056184R1

EAN 8015644575243

Catalog Description E3S 1250 PR121/P-LI In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1250 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575243EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575243Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LSIGIn=1250A3pFHR
E3S 1250 PR122/P-LSIG In=1250A 3p F HR

Extended Product Type E3S1250PR122/P-LSIGIn=1250A3pFHR

Product ID 1SDA056181R1

EAN 8015644575212

Catalog Description E3S 1250 PR122/P-LSIG In=1250A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575212EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575212Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR121/P-LSIIn=1250A4pFHR
E3S 1250 PR121/P-LSI In=1250A 4p F HR

Extended Product Type E3S1250PR121/P-LSIIn=1250A4pFHR

Product ID 1SDA056185R1

EAN 8015644575250

Catalog Description E3S 1250 PR121/P-LSI In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575250EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575250Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1250PR122/P-LSIGIn=1250A4pFHR
E3S 1250 PR122/P-LSIG In=1250A 4p F HR

Extended Product Type E3S1250PR122/P-LSIGIn=1250A4pFHR

Product ID 1SDA056189R1

EAN 8015644575298

Catalog Description E3S 1250 PR122/P-LSIG In=1250A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1250A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1250 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575298EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575298Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 12000 cycle 
Ue = 500 ... 690 V 12000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

60 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1250 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1250 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1250 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LSIGIn=1600A4pFHR
E3S 1600 PR122/P-LSIG In=1600A 4p F HR

Extended Product Type E3S1600PR122/P-LSIGIn=1600A4pFHR

Product ID 1SDA056221R1

EAN 8015644575618

Catalog Description E3S 1600 PR122/P-LSIG In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575618EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575618Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LSIIn=1600A4pFHR
E3S 1600 PR121/P-LSI In=1600A 4p F HR

Extended Product Type E3S1600PR121/P-LSIIn=1600A4pFHR

Product ID 1SDA056217R1

EAN 8015644575571

Catalog Description E3S 1600 PR121/P-LSI In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575571EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575571Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LSIIn=1600A3pFHR
E3S 1600 PR122/P-LSI In=1600A 3p F HR

Extended Product Type E3S1600PR122/P-LSIIn=1600A3pFHR

Product ID 1SDA056212R1

EAN 8015644575526

Catalog Description E3S 1600 PR122/P-LSI In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575526EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575526Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LSIGIn=1600A3pFHR
E3S 1600 PR122/P-LSIG In=1600A 3p F HR

Extended Product Type E3S1600PR122/P-LSIGIn=1600A3pFHR
Product ID 1SDA056213R1
EAN 8015644575533
Catalog Description E3S 1600 PR122/P-LSIG In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575533EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644575533Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LIIn=1600A4pFHR
E3S 1600 PR121/P-LI In=1600A 4p F HR

Extended Product Type E3S1600PR121/P-LIIn=1600A4pFHR

Product ID 1SDA056216R1

EAN 8015644575564

Catalog Description E3S 1600 PR121/P-LI In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575564EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575564Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LIIn=1600A4pFHR
E3S 1600 PR122/P-LI In=1600A 4p F HR

Extended Product Type E3S1600PR122/P-LIIn=1600A4pFHR
Product ID 1SDA056219R1
EAN 8015644575595
Catalog Description E3S 1600 PR122/P-LI In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A FOUR-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1600 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575595EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644575595Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LIIn=1600A3pFHR
E3S 1600 PR122/P-LI In=1600A 3p F HR

Extended Product Type E3S1600PR122/P-LIIn=1600A3pFHR
Product ID 1SDA056211R1
EAN 8015644575519
Catalog Description E3S 1600 PR122/P-LI In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A THRE-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R1600 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575519EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644575519Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR123/P-LSIGIn=1600A3pFHR
E3S 1600 PR123/P-LSIG In=1600A 3p F HR

Extended Product Type E3S1600PR123/P-LSIGIn=1600A3pFHR

Product ID 1SDA056215R1

EAN 8015644575557

Catalog Description E3S 1600 PR123/P-LSIG In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575557EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575557Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LSIGIn=1600A4pFHR
E3S 1600 PR121/P-LSIG In=1600A 4p F HR

Extended Product Type E3S1600PR121/P-LSIGIn=1600A4pFHR

Product ID 1SDA056218R1

EAN 8015644575588

Catalog Description E3S 1600 PR121/P-LSIG In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575588EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575588Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LSIGIn=1600A3pFHR
E3S 1600 PR121/P-LSIG In=1600A 3p F HR

Extended Product Type E3S1600PR121/P-LSIGIn=1600A3pFHR
Product ID 1SDA056210R1
EAN 8015644575502
Catalog Description E3S 1600 PR121/P-LSIG In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R1600 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575502EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644575502Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
85 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LIIn=1600A4pWMP
E3S 1600 PR122/P-LI In=1600A 4p W MP

Extended Product Type E3S1600PR122/P-LIIn=1600A4pWMP
Product ID 1SDA056235R1
EAN 8015644575755
Catalog Description E3S 1600 PR122/P-LI In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575755EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644575755Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LIIn=1600A4pWMP
E3S 1600 PR121/P-LI In=1600A 4p W MP

Extended Product Type E3S1600PR121/P-LIIn=1600A4pWMP

Product ID 1SDA056232R1

EAN 8015644575724

Catalog Description E3S 1600 PR121/P-LI In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575724EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575724Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR123/P-LSIGIn=1600A3pWMP
E3S 1600 PR123/P-LSIG In=1600A 3p W MP

Extended Product Type E3S1600PR123/P-LSIGIn=1600A3pWMP

Product ID 1SDA056231R1

EAN 8015644575717

Catalog Description E3S 1600 PR123/P-LSIG In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575717EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575717Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR123/P-LSIGIn=1600A4pWMP
E3S 1600 PR123/P-LSIG In=1600A 4p W MP

Extended Product Type E3S1600PR123/P-LSIGIn=1600A4pWMP
Product ID 1SDA056239R1
EAN 8015644575793
Catalog Description E3S 1600 PR123/P-LSIG In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A FOUR-POLE
OVERCURRENT RELEASE PR123/P-LSIG R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575793EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644575793Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LSIGIn=1600A4pWMP
E3S 1600 PR121/P-LSIG In=1600A 4p W MP

Extended Product Type E3S1600PR121/P-LSIGIn=1600A4pWMP

Product ID 1SDA056234R1

EAN 8015644575748

Catalog Description E3S 1600 PR121/P-LSIG In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSIG R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575748EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575748Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LSIGIn=1600A4pWMP
E3S 1600 PR122/P-LSIG In=1600A 4p W MP

Extended Product Type E3S1600PR122/P-LSIGIn=1600A4pWMP
Product ID 1SDA056237R1
EAN 8015644575779
Catalog Description E3S 1600 PR122/P-LSIG In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A FOUR-POLE
OVERCURRENT RELEASE PR122/P-LSIG R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575779EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644575779Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LSIIn=1600A4pWMP
E3S 1600 PR121/P-LSI In=1600A 4p W MP

Extended Product Type E3S1600PR121/P-LSIIn=1600A4pWMP

Product ID 1SDA056233R1

EAN 8015644575731

Catalog Description E3S 1600 PR121/P-LSI In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575731EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644575731Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LSIIn=1600A4pWMP
E3S 1600 PR122/P-LSI In=1600A 4p W MP

Extended Product Type E3S1600PR122/P-LSIIn=1600A4pWMP
Product ID 1SDA056236R1
EAN 8015644575762
Catalog Description E3S 1600 PR122/P-LSI In=1600A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575762EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644575762Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  





(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LSIIn=1600A3pFHR
E3S 1600 PR121/P-LSI In=1600A 3p F HR

Extended Product Type E3S1600PR121/P-LSIIn=1600A3pFHR

Product ID 1SDA056209R1

EAN 8015644575496

Catalog Description E3S 1600 PR121/P-LSI In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575496EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575496Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LIIn=1600A3pFHR
E3S 1600 PR121/P-LI In=1600A 3p F HR

Extended Product Type E3S1600PR121/P-LIIn=1600A3pFHR

Product ID 1SDA056208R1

EAN 8015644575489

Catalog Description E3S 1600 PR121/P-LI In=1600A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R1600 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575489EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575489Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LSIIn=1600A3pWMP
E3S 1600 PR121/P-LSI In=1600A 3p W MP

Extended Product Type E3S1600PR121/P-LSIIn=1600A3pWMP
Product ID 1SDA056225R1
EAN 8015644575656
Catalog Description E3S 1600 PR121/P-LSI In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575656EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575656Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LSIIn=1600A4pFHR
E3S 1600 PR122/P-LSI In=1600A 4p F HR

Extended Product Type E3S1600PR122/P-LSIIn=1600A4pFHR

Product ID 1SDA056220R1

EAN 8015644575601

Catalog Description E3S 1600 PR122/P-LSI In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575601EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575601Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S1600PR123/P-LSIGIn=1600A4pFHR
E3S 1600 PR123/P-LSIG In=1600A 4p F HR

Extended Product Type E3S1600PR123/P-LSIGIn=1600A4pFHR

Product ID 1SDA056223R1

EAN 8015644575632

Catalog Description E3S 1600 PR123/P-LSIG In=1600A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 1600A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R1600 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575632EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575632Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

85 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

4. Large Equipment (Any External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LSIGIn=1600A3pWMP
E3S 1600 PR122/P-LSIG In=1600A 3p W MP

Extended Product Type E3S1600PR122/P-LSIGIn=1600A3pWMP

Product ID 1SDA056229R1

EAN 8015644575694

Catalog Description E3S 1600 PR122/P-LSIG In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575694EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575694Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LSIIn=1600A3pWMP
E3S 1600 PR122/P-LSI In=1600A 3p W MP

Extended Product Type E3S1600PR122/P-LSIIn=1600A3pWMP

Product ID 1SDA056228R1

EAN 8015644575687

Catalog Description E3S 1600 PR122/P-LSI In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575687EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575687Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LSIGIn=1600A3pWMP
E3S 1600 PR121/P-LSIG In=1600A 3p W MP

Extended Product Type E3S1600PR121/P-LSIGIn=1600A3pWMP

Product ID 1SDA056226R1

EAN 8015644575663

Catalog Description E3S 1600 PR121/P-LSIG In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSIG R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575663EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575663Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation

protection
ETIM 7

EC000228 - Power circuit-breaker for trafo/generator/installation
protection

ETIM 8

QObject Classification
Code

39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR122/P-LIIn=1600A3pWMP
E3S 1600 PR122/P-LI In=1600A 3p W MP

Extended Product Type E3S1600PR122/P-LIIn=1600A3pWMP
Product ID 1SDA056227R1
EAN 8015644575670
Catalog Description E3S 1600 PR122/P-LI In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R1600 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575670EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575670Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle  
Ue = 500 ... 690 V 10000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
150 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

1600 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals

Classifications
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 7
EC000228 - Power circuit-breaker for trafo/generator/installation protectionETIM 8

QObject Classification Code
39120000UNSPSC

5. Small Equipment (No External Dimension More Than 50 cm)WEEE Category



PRODUCT-DETAILS

E3S1600PR121/P-LIIn=1600A3pWMP
E3S 1600 PR121/P-LI In=1600A 3p W MP

Extended Product Type E3S1600PR121/P-LIIn=1600A3pWMP

Product ID 1SDA056224R1

EAN 8015644575649

Catalog Description E3S 1600 PR121/P-LI In=1600A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 1600A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R1600 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575649EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575649Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 10000 cycle 
Ue = 500 ... 690 V 10000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

150 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

1600 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

1600 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

1600 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR121/P-LSIIn=2000A4pWMP
E3S 2000 PR121/P-LSI In=2000A 4p W MP

Extended Product Type E3S2000PR121/P-LSIIn=2000A4pWMP
Product ID 1SDA056265R1
EAN 8015644576059
Catalog Description E3S 2000 PR121/P-LSI In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576059EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644576059Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
225 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2000PR123/P-LSIGIn=2000A3pFHR
E3S 2000 PR123/P-LSIG In=2000A 3p F HR

Extended Product Type E3S2000PR123/P-LSIGIn=2000A3pFHR

Product ID 1SDA056247R1

EAN 8015644575878

Catalog Description E3S 2000 PR123/P-LSIG In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575878EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575878Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S2000PR122/P-LSIIn=2000A3pFHR
E3S 2000 PR122/P-LSI In=2000A 3p F HR

Extended Product Type E3S2000PR122/P-LSIIn=2000A3pFHR
Product ID 1SDA056244R1
EAN 8015644575847
Catalog Description E3S 2000 PR122/P-LSI In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R2000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575847EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644575847Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
130 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2000PR121/P-LIIn=2000A4pFHR
E3S 2000 PR121/P-LI In=2000A 4p F HR

Extended Product Type E3S2000PR121/P-LIIn=2000A4pFHR

Product ID 1SDA056248R1

EAN 8015644575885

Catalog Description E3S 2000 PR121/P-LI In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575885EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575885Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR121/P-LSIGIn=2000A3pFHR
E3S 2000 PR121/P-LSIG In=2000A 3p F HR

Extended Product Type E3S2000PR121/P-LSIGIn=2000A3pFHR

Product ID 1SDA056242R1

EAN 8015644575823

Catalog Description E3S 2000 PR121/P-LSIG In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575823EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575823Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR121/P-LSIIn=2000A3pFHR
E3S 2000 PR121/P-LSI In=2000A 3p F HR

Extended Product Type E3S2000PR121/P-LSIIn=2000A3pFHR

Product ID 1SDA056241R1

EAN 8015644575816

Catalog Description E3S 2000 PR121/P-LSI In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575816EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575816Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR122/P-LSIGIn=2000A3pFHR
E3S 2000 PR122/P-LSIG In=2000A 3p F HR

Extended Product Type E3S2000PR122/P-LSIGIn=2000A3pFHR

Product ID 1SDA056245R1

EAN 8015644575854

Catalog Description E3S 2000 PR122/P-LSIG In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575854EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575854Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR121/P-LSIIn=2000A4pFHR
E3S 2000 PR121/P-LSI In=2000A 4p F HR

Extended Product Type E3S2000PR121/P-LSIIn=2000A4pFHR
Product ID 1SDA056249R1
EAN 8015644575892
Catalog Description E3S 2000 PR121/P-LSI In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R2000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575892EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644575892Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
130 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2000PR122/P-LIIn=2000A3pFHR
E3S 2000 PR122/P-LI In=2000A 3p F HR

Extended Product Type E3S2000PR122/P-LIIn=2000A3pFHR

Product ID 1SDA056243R1

EAN 8015644575830

Catalog Description E3S 2000 PR122/P-LI In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575830EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575830Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR121/P-LIIn=2000A3pFHR
E3S 2000 PR121/P-LI In=2000A 3p F HR

Extended Product Type E3S2000PR121/P-LIIn=2000A3pFHR

Product ID 1SDA056240R1

EAN 8015644575809

Catalog Description E3S 2000 PR121/P-LI In=2000A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575809EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644575809Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR123/P-LSIGIn=2000A4pWMP
E3S 2000 PR123/P-LSIG In=2000A 4p W MP

Extended Product Type E3S2000PR123/P-LSIGIn=2000A4pWMP

Product ID 1SDA056271R1

EAN 8015644576110

Catalog Description E3S 2000 PR123/P-LSIG In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576110EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576110Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR122/P-LSIIn=2000A4pFHR
E3S 2000 PR122/P-LSI In=2000A 4p F HR

Extended Product Type E3S2000PR122/P-LSIIn=2000A4pFHR

Product ID 1SDA056252R1

EAN 8015644575922

Catalog Description E3S 2000 PR122/P-LSI In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575922EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575922Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR121/P-LSIGIn=2000A4pFHR
E3S 2000 PR121/P-LSIG In=2000A 4p F HR

Extended Product Type E3S2000PR121/P-LSIGIn=2000A4pFHR
Product ID 1SDA056250R1
EAN 8015644575908
Catalog Description E3S 2000 PR121/P-LSIG In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R2000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575908EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644575908Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
130 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2000PR122/P-LIIn=2000A4pFHR
E3S 2000 PR122/P-LI In=2000A 4p F HR

Extended Product Type E3S2000PR122/P-LIIn=2000A4pFHR

Product ID 1SDA056251R1

EAN 8015644575915

Catalog Description E3S 2000 PR122/P-LI In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575915EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575915Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR122/P-LSIGIn=2000A4pFHR
E3S 2000 PR122/P-LSIG In=2000A 4p F HR

Extended Product Type E3S2000PR122/P-LSIGIn=2000A4pFHR

Product ID 1SDA056253R1

EAN 8015644575939

Catalog Description E3S 2000 PR122/P-LSIG In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R2000 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575939EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644575939Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

130 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2000PR121/P-LIIn=2000A3pWMP
E3S 2000 PR121/P-LI In=2000A 3p W MP

Extended Product Type E3S2000PR121/P-LIIn=2000A3pWMP
Product ID 1SDA056256R1
EAN 8015644575960
Catalog Description E3S 2000 PR121/P-LI In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575960EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644575960Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
225 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2000PR121/P-LSIIn=2000A3pWMP
E3S 2000 PR121/P-LSI In=2000A 3p W MP

Extended Product Type E3S2000PR121/P-LSIIn=2000A3pWMP

Product ID 1SDA056257R1

EAN 8015644575977

Catalog Description E3S 2000 PR121/P-LSI In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575977EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575977Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR122/P-LIIn=2000A3pWMP
E3S 2000 PR122/P-LI In=2000A 3p W MP

Extended Product Type E3S2000PR122/P-LIIn=2000A3pWMP

Product ID 1SDA056259R1

EAN 8015644575991

Catalog Description E3S 2000 PR122/P-LI In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575991EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575991Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR121/P-LSIGIn=2000A3pWMP
E3S 2000 PR121/P-LSIG In=2000A 3p W MP

Extended Product Type E3S2000PR121/P-LSIGIn=2000A3pWMP

Product ID 1SDA056258R1

EAN 8015644575984

Catalog Description E3S 2000 PR121/P-LSIG In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575984EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644575984Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR123/P-LSIGIn=2000A4pFHR
E3S 2000 PR123/P-LSIG In=2000A 4p F HR

Extended Product Type E3S2000PR123/P-LSIGIn=2000A4pFHR
Product ID 1SDA056255R1
EAN 8015644575953
Catalog Description E3S 2000 PR123/P-LSIG In=2000A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2000A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R2000 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644575953EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644575953Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
130 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2000PR122/P-LSIGIn=2000A3pWMP
E3S 2000 PR122/P-LSIG In=2000A 3p W MP

Extended Product Type E3S2000PR122/P-LSIGIn=2000A3pWMP

Product ID 1SDA056261R1

EAN 8015644576011

Catalog Description E3S 2000 PR122/P-LSIG In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576011EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576011Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR123/P-LSIGIn=2000A3pWMP
E3S 2000 PR123/P-LSIG In=2000A 3p W MP

Extended Product Type E3S2000PR123/P-LSIGIn=2000A3pWMP

Product ID 1SDA056263R1

EAN 8015644576035

Catalog Description E3S 2000 PR123/P-LSIG In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576035EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576035Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR122/P-LSIIn=2000A3pWMP
E3S 2000 PR122/P-LSI In=2000A 3p W MP

Extended Product Type E3S2000PR122/P-LSIIn=2000A3pWMP

Product ID 1SDA056260R1

EAN 8015644576004

Catalog Description E3S 2000 PR122/P-LSI In=2000A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576004EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576004Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR122/P-LSIIn=2000A4pWMP
E3S 2000 PR122/P-LSI In=2000A 4p W MP

Extended Product Type E3S2000PR122/P-LSIIn=2000A4pWMP

Product ID 1SDA056268R1

EAN 8015644576080

Catalog Description E3S 2000 PR122/P-LSI In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576080EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576080Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR122/P-LIIn=2000A4pWMP
E3S 2000 PR122/P-LI In=2000A 4p W MP

Extended Product Type E3S2000PR122/P-LIIn=2000A4pWMP

Product ID 1SDA056267R1

EAN 8015644576073

Catalog Description E3S 2000 PR122/P-LI In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576073EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576073Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR121/P-LSIGIn=2000A4pWMP
E3S 2000 PR121/P-LSIG In=2000A 4p W MP

Extended Product Type E3S2000PR121/P-LSIGIn=2000A4pWMP

Product ID 1SDA056266R1

EAN 8015644576066

Catalog Description E3S 2000 PR121/P-LSIG In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSIG R2000 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576066EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576066Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR121/P-LIIn=2000A4pWMP
E3S 2000 PR121/P-LI In=2000A 4p W MP

Extended Product Type E3S2000PR121/P-LIIn=2000A4pWMP

Product ID 1SDA056264R1

EAN 8015644576042

Catalog Description E3S 2000 PR121/P-LI In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R2000 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576042EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576042Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle 
Ue = 500 ... 690 V 9000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

225 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2000 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2000PR122/P-LSIGIn=2000A4pWMP
E3S 2000 PR122/P-LSIG In=2000A 4p W MP

Extended Product Type E3S2000PR122/P-LSIGIn=2000A4pWMP
Product ID 1SDA056269R1
EAN 8015644576097
Catalog Description E3S 2000 PR122/P-LSIG In=2000A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2000A FOUR-POLE
OVERCURRENT RELEASE PR122/P-LSIG R2000 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576097EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644576097Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 9000 cycle  
Ue = 500 ... 690 V 9000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
225 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2000 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2000 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2000 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2500PR121/P-LIIn=2500A4pFHR
E3S 2500 PR121/P-LI In=2500A 4p F HR

Extended Product Type E3S2500PR121/P-LIIn=2500A4pFHR
Product ID 1SDA056280R1
EAN 8015644576202
Catalog Description E3S 2500 PR121/P-LI In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A FOUR-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R2500 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576202EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644576202Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2500PR121/P-LSIGIn=2500A4pWMP
E3S 2500 PR121/P-LSIG In=2500A 4p W MP

Extended Product Type E3S2500PR121/P-LSIGIn=2500A4pWMP
Product ID 1SDA056298R1
EAN 8015644576387
Catalog Description E3S 2500 PR121/P-LSIG In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A FOUR-POLE
OVERCURRENT RELEASE PR121/P-LSIG R2500 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576387EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644576387Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2500PR121/P-LIIn=2500A4pWMP
E3S 2500 PR121/P-LI In=2500A 4p W MP

Extended Product Type E3S2500PR121/P-LIIn=2500A4pWMP

Product ID 1SDA056296R1

EAN 8015644576363

Catalog Description E3S 2500 PR121/P-LI In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576363EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576363Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2500PR123/P-LSIGIn=2500A3pWMP
E3S 2500 PR123/P-LSIG In=2500A 3p W MP

Extended Product Type E3S2500PR123/P-LSIGIn=2500A3pWMP
Product ID 1SDA056295R1
EAN 8015644576356
Catalog Description E3S 2500 PR123/P-LSIG In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576356EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576356Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2500PR122/P-LSIGIn=2500A3pWMP
E3S 2500 PR122/P-LSIG In=2500A 3p W MP

Extended Product Type E3S2500PR122/P-LSIGIn=2500A3pWMP

Product ID 1SDA056293R1

EAN 8015644576332

Catalog Description E3S 2500 PR122/P-LSIG In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576332EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576332Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2500PR122/P-LIIn=2500A4pWMP
E3S 2500 PR122/P-LI In=2500A 4p W MP

Extended Product Type E3S2500PR122/P-LIIn=2500A4pWMP
Product ID 1SDA056299R1
EAN 8015644576394
Catalog Description E3S 2500 PR122/P-LI In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576394EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
96 kgPackage Level 1 Gross

Weight
8015644576394Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2500PR121/P-LSIGIn=2500A3pWMP
E3S 2500 PR121/P-LSIG In=2500A 3p W MP

Extended Product Type E3S2500PR121/P-LSIGIn=2500A3pWMP
Product ID 1SDA056290R1
EAN 8015644576301
Catalog Description E3S 2500 PR121/P-LSIG In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A THRE-POLE
OVERCURRENT RELEASE PR121/P-LSIG R2500 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576301EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576301Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2500PR121/P-LSIIn=2500A4pWMP
E3S 2500 PR121/P-LSI In=2500A 4p W MP

Extended Product Type E3S2500PR121/P-LSIIn=2500A4pWMP

Product ID 1SDA056297R1

EAN 8015644576370

Catalog Description E3S 2500 PR121/P-LSI In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576370EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576370Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2500PR122/P-LSIIn=2500A3pWMP
E3S 2500 PR122/P-LSI In=2500A 3p W MP

Extended Product Type E3S2500PR122/P-LSIIn=2500A3pWMP
Product ID 1SDA056292R1
EAN 8015644576325
Catalog Description E3S 2500 PR122/P-LSI In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576325EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576325Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2500PR122/P-LIIn=2500A3pWMP
E3S 2500 PR122/P-LI In=2500A 3p W MP

Extended Product Type E3S2500PR122/P-LIIn=2500A3pWMP

Product ID 1SDA056291R1

EAN 8015644576318

Catalog Description E3S 2500 PR122/P-LI In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576318EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576318Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2500PR123/P-LSIGIn=2500A3pFHR
E3S 2500 PR123/P-LSIG In=2500A 3p F HR

Extended Product Type E3S2500PR123/P-LSIGIn=2500A3pFHR

Product ID 1SDA056279R1

EAN 8015644576196

Catalog Description E3S 2500 PR123/P-LSIG In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576196EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576196Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2500PR122/P-LSIGIn=2500A3pFHR
E3S 2500 PR122/P-LSIG In=2500A 3p F HR

Extended Product Type E3S2500PR122/P-LSIGIn=2500A3pFHR
Product ID 1SDA056277R1
EAN 8015644576172
Catalog Description E3S 2500 PR122/P-LSIG In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status





Ordering
8015644576172EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576172Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2500PR122/P-LSIIn=2500A3pFHR
E3S 2500 PR122/P-LSI In=2500A 3p F HR

Extended Product Type E3S2500PR122/P-LSIIn=2500A3pFHR
Product ID 1SDA056276R1
EAN 8015644576165
Catalog Description E3S 2500 PR122/P-LSI In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576165EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576165Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2500PR121/P-LSIIn=2500A3pFHR
E3S 2500 PR121/P-LSI In=2500A 3p F HR

Extended Product Type E3S2500PR121/P-LSIIn=2500A3pFHR

Product ID 1SDA056273R1

EAN 8015644576134

Catalog Description E3S 2500 PR121/P-LSI In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576134EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576134Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2500PR121/P-LIIn=2500A3pFHR
E3S 2500 PR121/P-LI In=2500A 3p F HR

Extended Product Type E3S2500PR121/P-LIIn=2500A3pFHR

Product ID 1SDA056272R1

EAN 8015644576127

Catalog Description E3S 2500 PR121/P-LI In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R2500 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576127EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576127Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2500PR122/P-LIIn=2500A3pFHR
E3S 2500 PR122/P-LI In=2500A 3p F HR

Extended Product Type E3S2500PR122/P-LIIn=2500A3pFHR
Product ID 1SDA056275R1
EAN 8015644576158
Catalog Description E3S 2500 PR122/P-LI In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A THRE-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R2500 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576158EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576158Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2500PR121/P-LSIGIn=2500A3pFHR
E3S 2500 PR121/P-LSIG In=2500A 3p F HR

Extended Product Type E3S2500PR121/P-LSIGIn=2500A3pFHR
Product ID 1SDA056274R1
EAN 8015644576141
Catalog Description E3S 2500 PR121/P-LSIG In=2500A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576141EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576141Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2500PR123/P-LSIGIn=2500A4pWMP
E3S 2500 PR123/P-LSIG In=2500A 4p W MP

Extended Product Type E3S2500PR123/P-LSIGIn=2500A4pWMP

Product ID 1SDA056303R1

EAN 8015644576431

Catalog Description E3S 2500 PR123/P-LSIG In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576431EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576431Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2500PR122/P-LSIIn=2500A4pWMP
E3S 2500 PR122/P-LSI In=2500A 4p W MP

Extended Product Type E3S2500PR122/P-LSIIn=2500A4pWMP

Product ID 1SDA056300R1

EAN 8015644576400

Catalog Description E3S 2500 PR122/P-LSI In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576400EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576400Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2500PR122/P-LSIGIn=2500A4pWMP
E3S 2500 PR122/P-LSIG In=2500A 4p W MP

Extended Product Type E3S2500PR122/P-LSIGIn=2500A4pWMP

Product ID 1SDA056301R1

EAN 8015644576417

Catalog Description E3S 2500 PR122/P-LSIG In=2500A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSIG R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576417EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576417Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2500PR121/P-LIIn=2500A3pWMP
E3S 2500 PR121/P-LI In=2500A 3p W MP

Extended Product Type E3S2500PR121/P-LIIn=2500A3pWMP

Product ID 1SDA056288R1

EAN 8015644576288

Catalog Description E3S 2500 PR121/P-LI In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R2500 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576288EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576288Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

350 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S2500PR121/P-LSIGIn=2500A4pFHR
E3S 2500 PR121/P-LSIG In=2500A 4p F HR

Extended Product Type E3S2500PR121/P-LSIGIn=2500A4pFHR
Product ID 1SDA056282R1
EAN 8015644576226
Catalog Description E3S 2500 PR121/P-LSIG In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576226EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644576226Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2500PR122/P-LSIIn=2500A4pFHR
E3S 2500 PR122/P-LSI In=2500A 4p F HR

Extended Product Type E3S2500PR122/P-LSIIn=2500A4pFHR

Product ID 1SDA056284R1

EAN 8015644576240

Catalog Description E3S 2500 PR122/P-LSI In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576240EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576240Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2500PR122/P-LSIGIn=2500A4pFHR
E3S 2500 PR122/P-LSIG In=2500A 4p F HR

Extended Product Type E3S2500PR122/P-LSIGIn=2500A4pFHR

Product ID 1SDA056285R1

EAN 8015644576257

Catalog Description E3S 2500 PR122/P-LSIG In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R2500 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576257EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576257Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2500PR122/P-LIIn=2500A4pFHR
E3S 2500 PR122/P-LI In=2500A 4p F HR

Extended Product Type E3S2500PR122/P-LIIn=2500A4pFHR

Product ID 1SDA056283R1

EAN 8015644576233

Catalog Description E3S 2500 PR122/P-LI In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R2500 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576233EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576233Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle 
Ue = 500 ... 690 V 7000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

205 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

2500 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S2500PR121/P-LSIIn=2500A3pWMP
E3S 2500 PR121/P-LSI In=2500A 3p W MP

Extended Product Type E3S2500PR121/P-LSIIn=2500A3pWMP
Product ID 1SDA056289R1
EAN 8015644576295
Catalog Description E3S 2500 PR121/P-LSI In=2500A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 2500A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R2500 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576295EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576295Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
350 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



PRODUCT-DETAILS

E3S2500PR123/P-LSIGIn=2500A4pFHR
E3S 2500 PR123/P-LSIG In=2500A 4p F HR

Extended Product Type E3S2500PR123/P-LSIGIn=2500A4pFHR
Product ID 1SDA056287R1
EAN 8015644576271
Catalog Description E3S 2500 PR123/P-LSIG In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576271EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644576271Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S2500PR121/P-LSIIn=2500A4pFHR
E3S 2500 PR121/P-LSI In=2500A 4p F HR

Extended Product Type E3S2500PR121/P-LSIIn=2500A4pFHR
Product ID 1SDA056281R1
EAN 8015644576219
Catalog Description E3S 2500 PR121/P-LSI In=2500A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 2500A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R2500 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576219EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644576219Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 8000 cycle  
Ue = 500 ... 690 V 7000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
205 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

2500 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

2500 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

2500 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S3200PR122/P-LSIGIn=3200A3pWMP
E3S 3200 PR122/P-LSIG In=3200A 3p W MP

Extended Product Type E3S3200PR122/P-LSIGIn=3200A3pWMP

Product ID 1SDA056325R1

EAN 8015644576653

Catalog Description E3S 3200 PR122/P-LSIG In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSIG R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576653EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576653Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S3200PR123/P-LSIGIn=3200A3pFHR
E3S 3200 PR123/P-LSIG In=3200A 3p F HR

Extended Product Type E3S3200PR123/P-LSIGIn=3200A3pFHR

Product ID 1SDA056311R1

EAN 8015644576516

Catalog Description E3S 3200 PR123/P-LSIG In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A THREE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576516EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576516Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S3200PR121/P-LIIn=3200A4pFHR
E3S 3200 PR121/P-LI In=3200A 4p F HR

Extended Product Type E3S3200PR121/P-LIIn=3200A4pFHR

Product ID 1SDA056312R1

EAN 8015644576523

Catalog Description E3S 3200 PR121/P-LI In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576523EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576523Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LIIn=3200A4pFHR
E3S 3200 PR122/P-LI In=3200A 4p F HR

Extended Product Type E3S3200PR122/P-LIIn=3200A4pFHR

Product ID 1SDA056315R1

EAN 8015644576554

Catalog Description E3S 3200 PR122/P-LI In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A FOUR-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576554EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576554Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR121/P-LSIIn=3200A4pFHR
E3S 3200 PR121/P-LSI In=3200A 4p F HR

Extended Product Type E3S3200PR121/P-LSIIn=3200A4pFHR

Product ID 1SDA056313R1

EAN 8015644576530

Catalog Description E3S 3200 PR121/P-LSI In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576530EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576530Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LSIIn=3200A4pFHR
E3S 3200 PR122/P-LSI In=3200A 4p F HR

Extended Product Type E3S3200PR122/P-LSIIn=3200A4pFHR

Product ID 1SDA056316R1

EAN 8015644576561

Catalog Description E3S 3200 PR122/P-LSI In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576561EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576561Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR123/P-LSIGIn=3200A4pFHR
E3S 3200 PR123/P-LSIG In=3200A 4p F HR

Extended Product Type E3S3200PR123/P-LSIGIn=3200A4pFHR

Product ID 1SDA056319R1

EAN 8015644576592

Catalog Description E3S 3200 PR123/P-LSIG In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A FOUR-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR123/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576592EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

90 kgPackage Level 1 Gross
Weight

8015644576592Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LSIGIn=3200A4pFHR
E3S 3200 PR122/P-LSIG In=3200A 4p F HR

Extended Product Type E3S3200PR122/P-LSIGIn=3200A4pFHR
Product ID 1SDA056317R1
EAN 8015644576578
Catalog Description E3S 3200 PR122/P-LSIG In=3200A 4p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A FOUR-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R3200 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576578EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
530 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
76 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
785 mmPackage Level 1 Depth /

Length
90 kgPackage Level 1 Gross

Weight
8015644576578Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

4Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S3200PR122/P-LIIn=3200A4pWMP
E3S 3200 PR122/P-LI In=3200A 4p W MP

Extended Product Type E3S3200PR122/P-LIIn=3200A4pWMP

Product ID 1SDA056331R1

EAN 8015644576714

Catalog Description E3S 3200 PR122/P-LI In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576714EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576714Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR123/P-LSIGIn=3200A4pWMP
E3S 3200 PR123/P-LSIG In=3200A 4p W MP

Extended Product Type E3S3200PR123/P-LSIGIn=3200A4pWMP

Product ID 1SDA056335R1

EAN 8015644576752

Catalog Description E3S 3200 PR123/P-LSIG In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A FOUR-POLE

OVERCURRENT RELEASE PR123/P-LSIG R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576752EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576752Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LSIIn=3200A4pWMP
E3S 3200 PR122/P-LSI In=3200A 4p W MP

Extended Product Type E3S3200PR122/P-LSIIn=3200A4pWMP

Product ID 1SDA056332R1

EAN 8015644576721

Catalog Description E3S 3200 PR122/P-LSI In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576721EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576721Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LSIGIn=3200A4pWMP
E3S 3200 PR122/P-LSIG In=3200A 4p W MP

Extended Product Type E3S3200PR122/P-LSIGIn=3200A4pWMP

Product ID 1SDA056333R1

EAN 8015644576738

Catalog Description E3S 3200 PR122/P-LSIG In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A FOUR-POLE

OVERCURRENT RELEASE PR122/P-LSIG R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576738EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576738Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002 
1SDH000460R0102

Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR121/P-LSIGIn=3200A4pWMP
E3S 3200 PR121/P-LSIG In=3200A 4p W MP

Extended Product Type E3S3200PR121/P-LSIGIn=3200A4pWMP

Product ID 1SDA056330R1

EAN 8015644576707

Catalog Description E3S 3200 PR121/P-LSIG In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSIG R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576707EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576707Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR121/P-LSIGIn=3200A3pFHR
E3S 3200 PR121/P-LSIG In=3200A 3p F HR

Extended Product Type E3S3200PR121/P-LSIGIn=3200A3pFHR

Product ID 1SDA056306R1

EAN 8015644576462

Catalog Description E3S 3200 PR121/P-LSIG In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576462EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576462Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LIIn=3200A3pFHR
E3S 3200 PR122/P-LI In=3200A 3p F HR

Extended Product Type E3S3200PR122/P-LIIn=3200A3pFHR
Product ID 1SDA056307R1
EAN 8015644576479
Catalog Description E3S 3200 PR122/P-LI In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A THRE-POLE FIXED WITH TERMINALS
REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LI R3200 FITTED WITH: 4

AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576479EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576479Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LSIIn=3200A3pFHR
E3S 3200 PR122/P-LSI In=3200A 3p F HR

Extended Product Type E3S3200PR122/P-LSIIn=3200A3pFHR
Product ID 1SDA056308R1
EAN 8015644576486
Catalog Description E3S 3200 PR122/P-LSI In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSI R3200 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576486EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576486Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  

(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion



PRODUCT-DETAILS

E3S3200PR121/P-LIIn=3200A3pFHR
E3S 3200 PR121/P-LI In=3200A 3p F HR

Extended Product Type E3S3200PR121/P-LIIn=3200A3pFHR

Product ID 1SDA056304R1

EAN 8015644576448

Catalog Description E3S 3200 PR121/P-LI In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A THRE-POLE FIXED WITH TERMINALS REAR
HORIZONTAL OVERCURRENT RELEASE PR121/P-LI R3200 FITTED WITH: 4 AUXILIARY

CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576448EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576448Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LSIGIn=3200A3pFHR
E3S 3200 PR122/P-LSIG In=3200A 3p F HR

Extended Product Type E3S3200PR122/P-LSIGIn=3200A3pFHR
Product ID 1SDA056309R1
EAN 8015644576493
Catalog Description E3S 3200 PR122/P-LSIG In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A THRE-POLE FIXED WITH TERMINALS

REAR HORIZONTAL OVERCURRENT RELEASE PR122/P-LSIG R3200 FITTED WITH: 4
AUXILIARY CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576493EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width
418 mmProduct Net Height
302 mmProduct Net Depth /

Length
60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
72 kgPackage Level 1 Gross

Weight
8015644576493Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
330 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Fixed Circuit-Breakers  
Rear flat Horizontal

Terminal Connection Type

FVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals



PRODUCT-DETAILS

E3S3200PR121/P-LSIIn=3200A3pFHR
E3S 3200 PR121/P-LSI In=3200A 3p F HR

Extended Product Type E3S3200PR121/P-LSIIn=3200A3pFHR

Product ID 1SDA056305R1

EAN 8015644576455

Catalog Description E3S 3200 PR121/P-LSI In=3200A 3p F HR

Long Description
SACE EMAX CIRCUIT-BREAKER E3S 3200A THRE-POLE FIXED WITH TERMINALS REAR

HORIZONTAL OVERCURRENT RELEASE PR121/P-LSI R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576455EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
404 mmProduct Net Width

418 mmProduct Net Height

302 mmProduct Net Depth /
Length

60 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

72 kgPackage Level 1 Gross
Weight

8015644576455Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

330 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Fixed Circuit-Breakers 
Rear flat Horizontal

Terminal Connection
Type

FVersion



PRODUCT-DETAILS

E3S3200PR123/P-LSIGIn=3200A3pWMP
E3S 3200 PR123/P-LSIG In=3200A 3p W MP

Extended Product Type E3S3200PR123/P-LSIGIn=3200A3pWMP
Product ID 1SDA056327R1
EAN 8015644576677
Catalog Description E3S 3200 PR123/P-LSIG In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A THREE-POLE

OVERCURRENT RELEASE PR123/P-LSIG R3200 FITTED WITH: 4 AUXILIARY
CONTACT AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576677EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576677Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR123/P-LSIGRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals



PRODUCT-DETAILS

E3S3200PR121/P-LIIn=3200A4pWMP
E3S 3200 PR121/P-LI In=3200A 4p W MP

Extended Product Type E3S3200PR121/P-LIIn=3200A4pWMP

Product ID 1SDA056328R1

EAN 8015644576684

Catalog Description E3S 3200 PR121/P-LI In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576684EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576684Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LSIIn=3200A3pWMP
E3S 3200 PR122/P-LSI In=3200A 3p W MP

Extended Product Type E3S3200PR122/P-LSIIn=3200A3pWMP
Product ID 1SDA056324R1
EAN 8015644576646
Catalog Description E3S 3200 PR122/P-LSI In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A THRE-POLE

OVERCURRENT RELEASE PR122/P-LSI R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576646EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576646Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  



(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LSIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information
1SDL000165R0015Declaration of Conformity

- CE
1SDH000460R0002  
1SDH000460R0102

Instructions and Manuals



PRODUCT-DETAILS

E3S3200PR121/P-LSIIn=3200A3pWMP
E3S 3200 PR121/P-LSI In=3200A 3p W MP

Extended Product Type E3S3200PR121/P-LSIIn=3200A3pWMP

Product ID 1SDA056321R1

EAN 8015644576615

Catalog Description E3S 3200 PR121/P-LSI In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576615EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576615Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S3200PR121/P-LSIGIn=3200A3pWMP
E3S 3200 PR121/P-LSIG In=3200A 3p W MP

Extended Product Type E3S3200PR121/P-LSIGIn=3200A3pWMP

Product ID 1SDA056322R1

EAN 8015644576622

Catalog Description E3S 3200 PR121/P-LSIG In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A THRE-POLE

OVERCURRENT RELEASE PR121/P-LSIG R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576622EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576622Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIGRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR121/P-LSIIn=3200A4pWMP
E3S 3200 PR121/P-LSI In=3200A 4p W MP

Extended Product Type E3S3200PR121/P-LSIIn=3200A4pWMP

Product ID 1SDA056329R1

EAN 8015644576691

Catalog Description E3S 3200 PR121/P-LSI In=3200A 4p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A FOUR-POLE

OVERCURRENT RELEASE PR121/P-LSI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576691EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
558 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

81 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

785 mmPackage Level 1 Depth /
Length

96 kgPackage Level 1 Gross
Weight

8015644576691Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

4Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LSIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion

Certificates and Declarations
1SDC200006D0209Data Sheet, Technical

Information

1SDL000165R0015Declaration of
Conformity - CE

1SDH000460R0002Instructions and
Manuals



PRODUCT-DETAILS

E3S3200PR122/P-LIIn=3200A3pWMP
E3S 3200 PR122/P-LI In=3200A 3p W MP

Extended Product Type E3S3200PR122/P-LIIn=3200A3pWMP

Product ID 1SDA056323R1

EAN 8015644576639

Catalog Description E3S 3200 PR122/P-LI In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A THRE-POLE

OVERCURRENT RELEASE PR122/P-LI R3200 FITTED WITH: 4 AUXILIARY CONTACT AND
C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental

Information

9AKK108466A1425REACH Declaration

9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576639EAN

1 pieceMinimum Order Quantity

85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width

461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width

600 mmPackage Level 1 Height

615 mmPackage Level 1 Depth /
Length

77 kgPackage Level 1 Gross
Weight

8015644576639Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle 
Ue = 500 ... 690 V 5000 cycle 

20 cycles per hour

Electrical Durability

20000 cycle 
60 cycles per hour

Mechanical Durability

3Number of Poles

570 WPower Loss

SACE EmaxProduct Main Type

Air Circuit BreakerProduct Name

Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse
Withstand Voltage (Uimp
)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational
Current (Ie)

690 V ACRated Operational
Voltage

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 

Rated Service Short-
Circuit Breaking
Capacity (Ics)



(660 V AC) 75 kA 
(690 V AC) 75 kA

for 1 s 75 kA 
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA 
(230 V AC) 75 kA 
(380 V AC) 75 kA 
(400 V AC) 75 kA 
(415 V AC) 75 kA 
(440 V AC) 75 kA 
(500 V AC) 75 kA 
(660 V AC) 75 kA 
(690 V AC) 75 kA

Rated Ultimate Short-
Circuit Breaking
Capacity (Icu)

3200 ARated Uninterrupted
Current (Iu)

PR122/P-LIRelease

ELRelease Type

SShort-Circuit
Performance Level

IECStandards

E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection
Type

WVersion



PRODUCT-DETAILS

E3S3200PR121/P-LIIn=3200A3pWMP
E3S 3200 PR121/P-LI In=3200A 3p W MP

Extended Product Type E3S3200PR121/P-LIIn=3200A3pWMP
Product ID 1SDA056320R1
EAN 8015644576608
Catalog Description E3S 3200 PR121/P-LI In=3200A 3p W MP

Long Description
SACE EMAX MOVING PART FOR CIRCUIT-BREAKER E3S 3200A THRE-POLE

OVERCURRENT RELEASE PR121/P-LI R3200 FITTED WITH: 4 AUXILIARY CONTACT
AND C.BREAKER IN POSITION OPEN-CLOSED

General Information

Circular Value
Document availability on demandConflict Minerals

Reporting Template
(CMRT)

Environmental
9AKK10103A6076Environmental Information

9AKK108466A1425REACH Declaration
9AKK108466A1424RoHS Information

Following EU Directive 2011/65/EU and Amendment 2015/863 July 22, 2019RoHS Status



Ordering
8015644576608EAN

1 pieceMinimum Order Quantity
85362090Customs Tariff Number

Dimensions
432 mmProduct Net Width
461 mmProduct Net Height

396.5 mmProduct Net Depth /
Length

64 kgProduct Net Weight

Container Information
1 piecePackage Level 1 Units

515 mmPackage Level 1 Width
600 mmPackage Level 1 Height
615 mmPackage Level 1 Depth /

Length
77 kgPackage Level 1 Gross

Weight
8015644576608Package Level 1 EAN

Additional Information
ACCurrent Type

Ue =< 440 V 6000 cycle  
Ue = 500 ... 690 V 5000 cycle  

20 cycles per hour

Electrical Durability

20000 cycle  
60 cycles per hour

Mechanical Durability

3Number of Poles
570 WPower Loss

SACE EmaxProduct Main Type
Air Circuit BreakerProduct Name
Air Circuit BreakerProduct Type

3200 ARated Current (In)

690 VRated Voltage (Ur)

12 kVRated Impulse Withstand
Voltage (U imp)

1000 VRated Insulation Voltage
(Ui)

3200 ARated Operational Current
(Ie)

690 V ACRated Operational Voltage
(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

Rated Service Short-
Circuit Breaking Capacity
(Ics)

for 1 s 75 kA  
for 3 s 65 kA

Rated Short-time
Withstand Current Low
Voltage (Icw)

(220 V AC) 75 kA  
(230 V AC) 75 kA  
(380 V AC) 75 kA  
(400 V AC) 75 kA  
(415 V AC) 75 kA  
(440 V AC) 75 kA  
(500 V AC) 75 kA  
(660 V AC) 75 kA  
(690 V AC) 75 kA

(Icu)

3200 ARated Uninterrupted
Current (Iu)

PR121/P-LIRelease
ELRelease Type

SShort-Circuit Performance
Level

IECStandards
E3Sub-type

Withdrawable Circuit-BreakersTerminal Connection Type
WVersion



эл.почта: ahk@nt-rt.ru || cайт: https://abbswitch.nt-rt.ru 

По вопросам продаж и поддержки обращайтесь:

Тольятти (8482)63-91-07

Томск (3822)98-41-53

Тула (4872)33-79-87

Тюмень (3452)66-21-18

Ульяновск (8422)24-23-59

Улан-Удэ (3012)59-97-51

Уфа (347)229-48-12

Хабаровск (4212)92-98-04

Чебоксары (8352)28-53-07

Челябинск (351)202-03-61

Череповец (8202)49-02-64

Чита (3022)38-34-83

Якутск (4112)23-90-97

Ярославль (4852)69-52-93

Ростов-на-Дону (863)308-18-15 

Рязань (4912)46-61-64 

Самара (846)206-03-16 

Санкт-Петербург (812)309-46-40 

Саратов (845)249-38-78 

Севастополь (8692)22-31-93 

Саранск (8342)22-96-24 

Симферополь (3652)67-13-56 

Смоленск (4812)29-41-54 

Сочи (862)225-72-31 

Ставрополь (8652)20-65-13 

Сургут (3462)77-98-35 

Сыктывкар (8212)25-95-17 

Тамбов (4752)50-40-97 

Тверь (4822)63-31-35

Алматы (727)345-47-04
Ангарск (3955)60-70-56 

Архангельск (8182)63-90-72 

Астрахань (8512)99-46-04 

Барнаул (3852)73-04-60 

Белгород (4722)40-23-64 

Благовещенск (4162)22-76-07 

Брянск (4832)59-03-52 

Владивосток (423)249-28-31 

Владикавказ (8672)28-90-48 

Владимир (4922)49-43-18 

Волгоград (844)278-03-48 

Вологда (8172)26-41-59 

Воронеж (473)204-51-73 

Екатеринбург (343)384-55-89 

Россия +7(495)268-04-70  

Магнитогорск (3519)55-03-13 

Москва (495)268-04-70 

Мурманск (8152)59-64-93 

Набережные Челны (8552)20-53-41 

Нижний Новгород (831)429-08-12 

Новокузнецк (3843)20-46-81 

Ноябрьск (3496)41-32-12 

Новосибирск (383)227-86-73 

Омск (3812)21-46-40 

Орел (4862)44-53-42 

Оренбург (3532)37-68-04 

Пенза (8412)22-31-16 

Петрозаводск (8142)55-98-37 

Псков (8112)59-10-37 

Пермь (342)205-81-47 

Беларусь +375-257-127-884

Иваново (4932)77-34-06 

Ижевск (3412)26-03-58 

Иркутск (395)279-98-46 

Казань (843)206-01-48 

Калининград (4012)72-03-81 

Калуга (4842)92-23-67 

Кемерово (3842)65-04-62 

Киров (8332)68-02-04 

Коломна (4966)23-41-49 

Кострома (4942)77-07-48 

Краснодар (861)203-40-90 

Красноярск (391)204-63-61 

Курск (4712)77-13-04 

Курган (3522)50-90-47 

Липецк (4742)52-20-81 

Казахстан +7(727)345-47-04 Киргизия +996(312)96-26-47  Узбекистан +998(71)205-18-59 

mailto:ahk@nt-rt.ru
https://abbswitch.nt-rt.ru
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